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National Cooperative Soil Survey

This soil survey is a publication of the National Cooperative Soil Survey, a joint
effort of the United States Department of Agriculture and other Federal agencies,
State agencies including the Agricultural Experiment Stations, and local agencies. The
Natural Resources Conservation Service (formerly the Soil Conservation Service) has
leadership for the Federal part of the National Cooperative Soil Survey. This survey
was made cooperatively by the Natural Resources Conservation Service, the Alabama
Agricultural Experiment Station, the Alabama Cooperative Extension System, the
Alabama Soil And Water Conservation Committee, and the Alabama Department of
Agriculture and Industries. The survey is part of the technical assistance furnished to
the Coosa County Soil and Water Conservation District.

Major fieldwork for this soil survey was completed in 2005. Soil names and
descriptions were approved in 2006. Unless otherwise indicated, statements in this
publication refer to conditions in the survey area in 2005. The most current official data
are available on the Internet at http://websoilsurvey.nrcs.usda.gov/.

Soil maps in this survey may be copied without permission. Enlargement of these
maps, however, could cause misunderstanding of the detail of mapping. If enlarged,
maps do not show the small areas of contrasting soils that could have been shown at
a larger scale.

Nondiscrimination Statement

The U.S. Department of Agriculture (USDA) prohibits discrimination in all its
programs and activities on the basis of race, color, national origin, age, disability, and
where applicable, sex, marital status, familial status, parental status, religion, sexual
orientation, genetic information, political beliefs, reprisal, or because all or a part of an
individual’s income is derived from any public assistance program. (Not all prohibited
bases apply to all programs.) Persons with disabilities who require alternative means
for communication of program information (Braille, large print, audiotape, etc.) should
contact USDA’'s TARGET Center at (202) 720-2600 (voice and TDD). To file a
complaint of discrimination, write to USDA, Director, Office of Civil Rights, 1400
Independence Avenue, S.W., Washington, D.C. 20250-9410 or call (800) 795-3272
(voice) or (202) 720-6382 (TDD). USDA is an equal opportunity provider and
employer.

Cover

Upper left—A mixed stand of pines and hardwoods in the northwestern part of the
county. A majority of Coosa County is forested with loblolly and longleaf pines
on smooth slopes and a variety of hardwoods on steep side slopes and along
creeks.

Upper right—Cahaba lilies in a shoal area in Hatchet Creek in central Coosa County.
The Hatchet Creek area is used for many recreational activities, such as


http://websoilsurvey.nrcs.usda.gov/app/

kayaking, fishing, and hunting. It flows through the county southwest and drains
into the Coosa River in the southwestern part of the county.

Lower left—A waterfall in an area of Wedowee very gravelly sandy loam, 15 to 35
percent slopes, in the central part of the county. Small waterfalls, which drain
off of steep slopes into major creeks, are scattered throughout the county.

Lower right—A native azalea in an area of Chewacla, Cartecay, and Toccoa sails, 0
to 1 percent slopes, frequently flooded, in the southeastern part of the county.
Native azaleas add great esthetic value to Coosa County. They are found as
understory plants along creeks and on lower side slopes.

Additional information about the Nation’s natural resources is available online
from the Natural Resources Conservation Service at http.//www.nrcs.usda.gov.
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Soil surveys contain information that affects land use planning in survey areas. They
include predictions of soil behavior for selected land uses. The surveys highlight soil
limitations, improvements needed o overcome the limitations, and the impact of
selected land uses on the environment.

Sail surveys are designed for many different users. Farmers, ranchers, foresters,
and agronomists can use the surveys to evaluate the potential of the soil and the
management needed for maximum food and fiber production. Planners, community
officials, engineers, developers, builders, and home buyers can use the surveys to
plan land use, select sites for construction, and identify special practices needed to
ensure proper performance. Conservationists, teachers, students, and specialists in
recreation, wildlife management, waste disposal, and pollution control can use the
surveys to help them understand, protect, and enhance the environment.

Various land use regulations of Federal, State, and local governments may impose
special restrictions on land use or land treatment. The information in this report is
intended to identify soil properties that are used in making various land use or land
treatment decisions. Statements made in this report are intended to help the land
users identify and reduce the effects of soil limitations on various land uses. The
landowner or user is responsible for identifying and complying with existing laws and
regulations.

Great differences in soil properties can occur within short distances. Some soils are
seasonally wet or subject to flooding. Some are too unstable to be used as a
foundation for buildings or roads. Clayey or wet soils are poorly suited to use as septic
tank absorption fields. A high water table makes a soil poorly suited to basements or
underground installations. '

These and many other soil properties that affect land use are described in this soil
survey. The location of each soil is shown on the detailed soil maps. Each soil in the
survey area is described, and information on specific uses is given. Help in using this
publication and additional information are available at the local office of the Natural
Resources Conservation Setvice or the Cooperative Extension Setrvice.

4% s

Gary Ko¥iski
State servationi
Natural Resources Conservation Service






Soil Survey of
Coosa County, Alabama

By John L. Burns, Natural Resources Conservation Service

Fieldwork by Robert Beaty, John L. Burns, Ronald J. Koptis, Lawrence E. McGhee,
and Johnny C. Trayvick, Natural Resources Conservation Service

United States Department of Agriculture, Natural Resources Conservation Service,
in cooperation with

Alabama Agricultural Experiment Station, Alabama Cooperative Extension System,
Alabama Soil and Water Conservation Committee, and Alabama Department of
Agriculture and Industries

Coosa Counry is in the east-central part of Alabama (fig. 1). It has a total area of
426,480 acres, or about 652 square miles. It is bounded on the east by Tallapoosa

Figure 1.—Location of Coosa County in Alabama.
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Figure 2.—Ware Island on the Coosa River, or Lay Lake. The island is mapped as Badin-Tallapoosa-
Fruithurst complex, 3 to 10 percent slopes. Lay Dam lies just north of Ware Island and forms
Lay Lake. The Coosa River forms the western boundary of Coosa County and eventually flows
into the Alabama River.

County; on the south by ElImore County; on the west by the Coosa River (fig. 2),
which separates Coosa County from Shelby and Chilton Counties; and on the north
by Clay and Talladega Counties. Rockford, the second largest town in terms of
population, is the county seat of government. Other towns include Goodwater in the
northeast part of the county and Equality in the southeast part of the county. Coosa
County is mostly rural. It had a population of approximately 11,044 in 2006 (USDC,
2006).

About 415,998 acres of the total land consists of land areas and small areas of
water. About 10,482 acres consists of large bodies of water, mainly comprised of
Lake Martin and the Coosa River. The majority of Coosa County is located in the
Southern Piedmont Plateau, and the northwest two percent of the county is located in
the Sand Mountain Appalachian Plateau and the Limestone Ridge and Valley regions
of the state.

This soil survey updates the survey of Coosa County published in 1929 (Taylor and
Stroud, 1929). It provides the latest aerial photography, soil classification, detailed
map unit descriptions, and tables.

General Nature of the Survey Area

This section provides general information about the survey area. It describes the
history and development and the climate.

History and Development

Coosa County was formed in December 1832 from land acquired in the Creek
Cession of 1832 in the Treaty of Cusseta, signed in March 1832 (Owen, 1921). It was
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created from part of the Alabama territory originally included in the Georgia Grant.
Originally, the county’s south boundary line was below the confluence of the Coosa
and Tallapoosa rivers near the present day site of Wetumpka. Most of the early
settlement sprang up in the southern part of the county because the rivers were
developed as a transportation system for moving goods and supplies. After the
formation of EImore County in 1866 (Brewer, 1942), which removed the southern-
most area from Coosa County, the county seat of Rockford grew in importance to the
county’s settlers. The completion of the turnpike road that passed through Rockford
brought much trade and commerce to the central region of the county. After the
construction of a road from the south of the county to the northeast region of the
county, the city of Goodwater became a prominent trade center. Goodwater grew in
population and in the amount of goods traded after the Central of Georgia Railroad
decided to end its rail system at the town. This action made the town the only local
depot for trade of goods by railroad.

The mid 1800s brought about the emergence of cotton farming as a cash-
generating enterprise in the southern and eastern parts of the county. The
communities of Nixburg and Equality in the central and southeastern areas benefited
greatly from the growth of cotton and the ginning of cotton fibers. The community of
Bradford in the eastern part of the county was the location of Bradford Manufacturing.
This company spun the cotton fibers into cloth and made military uniforms (Brewer,
1942). According to the Census, the county population reached its highest reported
level, 19,273, in 1860 during this period of high agricultural production (USDI, 1860).
Cotton production remained important through the early 1900s. The 1930 Census
listed cotton as having more acres farmed than any other crop (USDI, 1930). Insects,
especially the boll weevil, led to a decline in cotton production in the mid 1900s.
Eventually manufacturing and the forest industries replaced row crop production as
the dominant means of income for Coosa County residents.

The vast acres in the western part of the county of first-growth pines and
hardwoods species provided a seemingly unlimited supply of saw timber for the
building trades for many years. The mill town of Hillwood in the northwest part of the
county thrived from 1931 to 1947. Hillwood was a self-supporting, lumber-producing
community of about 150 families who were all employed by Ralph Lumber Company
in the harvesting and sawmilling of timber. After these forests of virgin trees were
logged completely, the mill town and all of its supporting structures, including the
railroad used to transport lumber, were dismantled, and the laborers were forced to
relocate to the central and eastern parts of the county.

The mineral resources in Coosa County have long been recognized as valuable to
industrial development. The early 1900s was a time filled with exploratory mining in
order to evaluate the extent and kind of mineral resources. Gold, tin, marble, graphite,
and mica deposits were found in the central and western parts of the county by
digging shallow observation pits and by drilling exploratory shafts. Tin was the only
mineral extracted in significant quantities. Coosa Cassterite Corporation mined tin in
the Hissop community during the year of 1937 (Reed, 1950). Low ore concentrations
in the mined rock and the great distance the rock had to be transported for crushing
and refining led to the closing of the mine after only 12 months of operation. A
significant quantity of marble is located in the Marble Valley region in the
northwestern part of the county but has never been mined due to the nearby location
of a greater mass of marble in Talladega County.

The exodus from the rural areas to the population centers intensified in the mid-
1900s after textile mills were opened within the county at Rockford and at the eastern
edge of the county near the Ray community. Avondale Mills, north of Rockford,
became the largest employer in the county during the latter part of the 1900s. The
sewing plant of Russell Mills near the Tallapoosa County line provided steady
employment for 200 to 300 employees. The largest employer in Coosa County in
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2005 was Madex, a commercial cabinet maker, located in Goodwater. The timber
industry remains the largest contributor to the income of county residents;
$10,718,000 in timber products sales was reported in 2002 (NASS, 2003) in addition
to the salaries of the many workers involved in harvest and milling operations.

Climate

Prepared by the Natural Resources Conservation Service, National Water and Climate Center,
Portland, Oregon.

Climate tables are created from the climate station in Sylacauga, Alabama.
Thunderstorm days, relative humidity, percent sunshine, and wind information are
estimated from the First Order station in Birmingham, Alabama.

Climate data are provided in tables 1, 2, and 3. The data were recorded at
Sylacauga, Alabama, in the period 1971 to 2000. Table 1 gives data on temperature
and precipitation for the survey area as recorded at Sylacauga, Alabama. Table 2
shows probable dates of the first freeze in fall and the last freeze in spring. Table 3
provides data on the length of the growing season.

In winter, the average temperature is 45.5 degrees F and the average daily
minimum temperature is 33.1 degrees. The lowest temperature on record, which
occurred on January 21, 1985, is -4 degrees. In summer, the average temperature is
77.3 degrees and the average daily maximum temperature is 89.9 degrees. The
highest recorded temperature, which occurred on August 19, 1995, is 104 degrees.

Growing degree days are shown in table 1. They are equivalent to “heat units.”
During the month, growing degree days accumulate by the amount that the average
temperature each day exceeds a base temperature (50 degrees F). The normal
monthly accumulation is used to schedule single or successive plantings of a crop
between the last freeze in spring and the first freeze in fall.

The total annual precipitation is about 55.96 inches. Of this, 28.77 inches, or 51
percent, usually falls in April through October. The growing season for most crops
falls within this period. The heaviest 1-day rainfall during the period of record was
6.05 inches on October 5, 1995. Thunderstorms occur on about 59 days each year,
and most occur in July.

The average seasonal snowfall is about 1.0 inch. The greatest snow depth at any
one time during the period of record was 10 inches on March 13, 1993. On the
average, 0.2 days of the year have at least 1 inch of snow on the ground. The number
of such days varies greatly from year to year.

The average relative humidity in midafternoon is about 56 percent. Humidity is
higher at night, and the average at dawn is about 85 percent. The sun shines 62
percent of the time possible in summer and 46 percent in winter. The prevailing wind
is from the east-northeast. Average windspeed is highest, 7.7 miles per hour, in
March.

How This Survey Was Made

This survey was made to provide information about the soils and miscellaneous
areas in the survey area. The information includes a description of the soils and
miscellaneous areas and their location and a discussion of their suitability, limitations,
and management for specified uses. Soil scientists observed the steepness, length,
and shape of the slopes; the general pattern of drainage; the kinds of crops and
native plants; and the kinds of bedrock. They dug many holes to study the soil profile,
which is the sequence of natural layers, or horizons, in a soil. The profile extends from
the surface down into the unconsolidated material in which the soil formed. The
unconsolidated material is devoid of roots and other living organisms and has not
been changed by other biological activity.
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Currently, soils are mapped according to the boundaries of major land resource
areas (MLRAs). MLRAs are geographically associated land resource units that share
common characteristics related to physiography, geology, climate, water resources,
soils, biological resources, and land uses (USDA, 2006). Soil survey areas typically
consist of parts of one or more MLRA.

The soils and miscellaneous areas in the survey area occur in an orderly pattern
that is related to the geology, landforms, relief, climate, and natural vegetation of the
area. Each kind of soil and miscellaneous area is associated with a particular kind of
landform or with a segment of the landform. By observing the soils and miscellaneous
areas in the survey area and relating their position to specific segments of the
landform, a soil scientist develops a concept, or model, of how they were formed.
Thus, during mapping, this model enables the soil scientist to predict with a
considerable degree of accuracy the kind of soil or miscellaneous area at a specific
location on the landscape.

Commonly, individual soils on the landscape merge into one another as their
characteristics gradually change. To construct an accurate soil map, however, soil
scientists must determine the boundaries between the soils. They can observe only a
limited number of soil profiles. Nevertheless, these observations, supplemented by an
understanding of the soil-vegetation-landscape relationship, are sufficient to verify
predictions of the kinds of soil in an area and to determine the boundaries.

Soil scientists recorded the characteristics of the soil profiles that they studied.
They noted soil color, texture, size and shape of soil aggregates, kind and amount of
rock fragments, distribution of plant roots, reaction, and other features that enable
them to identify soils. After describing the soils in the survey area and determining
their properties, the soil scientists assigned the soils to taxonomic classes (units).
Taxonomic classes are concepts. Each taxonomic class has a set of soil
characteristics with precisely defined limits. The classes are used as a basis for
comparison to classify soils systematically. Soil taxonomy, the system of taxonomic
classification used in the United States, is based mainly on the kind and character of
soil properties and the arrangement of horizons within the profile. After the soil
scientists classified and named the soils in the survey area, they compared the
individual soils with similar soils in the same taxonomic class in other areas so that
they could confirm data and assemble additional data based on experience and
research.

While a soil survey is in progress, samples of some of the soils in the area
generally are collected for laboratory analyses and for engineering tests. Soil
scientists interpret the data from these analyses and tests as well as the field-
observed characteristics and the soil properties to determine the expected behavior
of the soils under different uses. Interpretations for all of the soils are field tested
through observation of the soils in different uses and under different levels of
management. Some interpretations are modified to fit local conditions, and some new
interpretations are developed to meet local needs. Data are assembled from other
sources, such as research information, production records, and field experience of
specialists. For example, data on crop yields under defined levels of management are
assembled from farm records and from field or plot experiments on the same kinds of
soil.

Predictions about soil behavior are based not only on soil properties but also on
such variables as climate and biological activity. Soil conditions are predictable over
long periods of time, but they are not predictable from year to year. For example, soil
scientists can predict with a fairly high degree of accuracy that a given soil will have a
high water table within certain depths in most years, but they cannot predict that a
high water table will always be at a specific level in the soil on a specific date.

After soil scientists located and identified the significant natural bodies of soil in the
survey area, they drew the boundaries of these bodies on aerial photographs and



identified each as a specific map unit. Aerial photographs show trees, buildings,
fields, roads, and rivers, all of which help in locating boundaries accurately.

Survey Procedures

The general procedures followed in making this survey are described in the
“National Soil Survey Handbook” (USDA, 2002) of the Natural Resources
Conservation Service. The “Soil Survey of Coosa County, Alabama” published in 1929
(Taylor and Stroud, 1929) was among the references used.

Before the fieldwork began, preliminary boundaries of landforms were plotted
stereoscopically on high altitude aerial photographs. U.S. Geological Survey
topographic maps and aerial photographs were studied to relate land and image
features.

Traverses were made on foot and by vehicle at variable intervals, depending on the
complexity of the soil landscape and geology. Soil examinations along each traverse
were made at intervals of 50, 100, or 300 feet, depending on the landscape and sail
pattern (Johnson, 1961; Steers and Hajek, 1979). Observations of landforms,
uprooted trees, vegetation, roadbanks, and animal burrows were made continuously
without regard to spacing. Soil boundaries were determined on the basis of soll
examinations, observations, and photo interpretation. The soil material was examined
with the aid of a spade, a hand auger, or a truck-mounted probe to a depth of 5 feet
or more. The pedons described as typical were observed and studied in excavations.

Samples for chemical and physical analyses and for engineering test data were
taken from the site of the typical pedons of some of the major soils in the survey area.
The analyses were made by the Agronomy and Soil Clay Mineralogy Laboratory,
Auburn University, Auburn, Alabama; the National Soil Survey Laboratory, Lincoln,
Nebraska; and the Alabama Department of Highways and Transportation,
Montgomery, Alabama. The results of some of the analyses are published in this soil
survey report. Unpublished analyses and the laboratory procedures can be obtained
from the laboratories.

High-altitude aerial photography base maps at a scale of 1:24,000 were used for
mapping of soils and surface drainage in the field. Cultural features were transferred
from U.S. Geological Survey 7.5-minute series topographic maps and were recorded
from visual observations. Soil mapping, drainage patterns, and cultural features
recorded on base maps were transferred to half-tone film positives by soil scientists.
The film positives were then transferred to 1:24,000 base maps developed from
digital orthophotography prior to the final map-finishing process.



Detailed Soil Map Units

The map units delineated on the detailed soil maps in this survey represent the
soils or miscellaneous areas in the survey area. The map unit descriptions in this
section, along with the maps, can be used to determine the suitability and potential of
a unit for specific uses. They also can be used to plan the management needed for
those uses.

A map unit delineation on a soil map represents an area dominated by one or
more major kinds of soil or miscellaneous areas. A map unit is identified and named
according to the taxonomic classification of the dominant soils. Within a taxonomic
class there are precisely defined limits for the properties of the soils. On the
landscape, however, the soils are natural phenomena, and they have the
characteristic variability of all natural phenomena. Thus, the range of some observed
properties may extend beyond the limits defined for a taxonomic class. Areas of soils
of a single taxonomic class rarely, if ever, can be mapped without including areas of
other taxonomic classes. Consequently, every map unit is made up of the soils or
miscellaneous areas for which it is named and some minor components that belong
to taxonomic classes other than those of the major soils.

Most minor soils have properties similar to those of the dominant soil or soils in the
map unit, and thus they do not affect use and management. These are called
noncontrasting, or similar, components. They may or may not be mentioned in a
particular map unit description. Other minor components, however, have properties
and behavioral characteristics divergent enough to affect use or to require different
management. These are called contrasting, or dissimilar, components. They generally
are in small areas and could not be mapped separately because of the scale used.
Some small areas of strongly contrasting soils or miscellaneous areas are identified
by a special symbol on the maps. The contrasting components are mentioned in the
map unit descriptions. A few areas of minor components may not have been
observed, and consequently they are not mentioned in the descriptions, especially
where the pattern was so complex that it was impractical to make enough
observations to identify all the soils and miscellaneous areas on the landscape.

The presence of minor components in a map unit in no way diminishes the
usefulness or accuracy of the data. The objective of mapping is not to delineate pure
taxonomic classes but rather to separate the landscape into landforms or landform
segments that have similar use and management requirements. The delineation of
such segments on the map provides sufficient information for the development of
resource plans. If intensive use of small areas is planned, however, onsite
investigation is needed to define and locate the soils and miscellaneous areas.

An identifying symbol precedes the map unit name in the map unit descriptions.
Each description includes general facts about the unit and gives the principal hazards
and limitations to be considered in planning for specific uses.

Soils that have profiles that are almost alike make up a soil series. All the soils of a
series have major horizons that are similar in composition, thickness, and
arrangement. The soils of a given series can differ in texture of the surface layer,
slope, stoniness, salinity, degree of erosion, and other characteristics that affect their
use. On the basis of such differences, a soil series is divided into soil phases. Most of
the areas shown on the detailed soil maps are phases of soil series. The name of a
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soil phase commonly indicates a feature that affects use or management. For
example, Cecil sandy loam 2 to 6 percent slopes, moderately eroded, is a phase of
the Cecil series.

Some map units are made up of two or more major soils or miscellaneous areas.
These map units are complexes or undifferentiated groups.

A complex consists of two or more soils or miscellaneous areas in such an intricate
pattern or in such small areas that they cannot be shown separately on the maps.
The pattern and proportion of the soils or miscellaneous areas are somewhat similar
in all areas. Madison-Louisa complex, 15 to 30 percent slopes, moderately eroded, is
an example.

An undifferentiated group is made up of two or more soils or miscellaneous areas
that could be mapped individually but are mapped as one unit because similar
interpretations can be made for use and management. The pattern and proportion of
the soils or miscellaneous areas in a mapped area are not uniform. An area can be
made up of only one of the major soils or miscellaneous areas, or it can be made up
of all of them. Chewacla, Cartecay, and Toccoa soils, 0 to 1 percent slopes, frequently
flooded, is an undifferentiated group in this survey area.

This survey includes miscellaneous areas. Such areas have little or no soil material
and support little or no vegetation. Pits, borrow, is an example.

Table 4 lists the map units in this survey area. Other tables give properties of the
soils and the limitations, capabilities, and potentials for many uses. The Glossary
defines many of the terms used in describing the soils.

AcB—Alcovy sandy loam, 2 to 6 percent slopes
Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Toeslopes

Map Unit Composition
Alcovy and similar soils: Typically 85 percent
Typical Profile

Surface layer:
0 to 6 inches; sandy loam

Subsoil:

6 to 21 inches; sandy clay loam
21 to 28 inches; sandy clay loam
28 to 36 inches; clay loam

36 to 55 inches; sandy clay loam

Subsoil:
55 to 80 inches; sandy clay loam

Minor Components

¢ Cecil soils
¢ Pacolet soils

Soil Properties and Qualities

Available water capacity: Moderate (about 6.7 inches)
Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Moderately well drained
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Depth to seasonal water saturation: About 2.0 to 3.0 feet

Water table kind: Perched

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from igneous and sedimentary rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Prime farmland in all areas
Land capability class: 2e
Hydric soil: No

AIC2—Allen gravelly sandy loam, 2 to 10 percent slopes,
moderately eroded

Setting

Major land resource area: Southern Appalachian Ridges and Valleys (MLRA 128)
Landform: Hillslopes and terraces
Position on the landform: Footslopes

Map Unit Composition
Allen and similar soils: Typically 90 percent
Typical Profile

Surface layer:
0 to 3 inches; gravelly sandy loam

Subsoil:

3 to 7 inches; gravelly sandy clay loam
7 to 18 inches; sandy clay loam

18 to 36 inches; sandy clay loam

36 to 80 inches; gravelly clay loam

Minor Components

e Decatur soils
e Locust soils

Soil Properties and Qualities

Available water capacity: Moderate (about 9.0 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium
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Parent material: Colluvium weathered from sandstone and shale and/or fine-loamy
residuum weathered from sandstone and shale

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 3e
Hydric soil: No

AtB—AIltavista fine sandy loam, 2 to 6 percent slopes,
rarely flooded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Stream terraces

Map Unit Composition
Altavista and similar soils: Typically 90 percent
Typical Profile

Surface layer:
0 to 7 inches; sandy loam

Subsoil:

7 to 11 inches; sandy clay loam
11 to 27 inches; clay loam

27 to 40 inches; clay loam

40 to 52 inches; sandy clay loam

Substratum:
52 to 80 inches; sandy loam

Minor Components

¢ Chewacla soils
* Wehadkee soils

Soil Properties and Qualities

Available water capacity: High (about 9.6 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)

Drainage class: Moderately well drained

Depth to seasonal water saturation: About 1.5 to 2.5 feet

Water table kind: Apparent

Flooding hazard: Rare

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Very low

Parent material: Loamy alluvium derived from igneous, metamorphic, and
sedimentary rock
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Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Prime farmland in all areas
Land capability class: 2e
Hydric soil: No

BdB2—Badin-Tatum-Tallapoosa complex, 2 to 6 percent
slopes, moderately eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges
Position on the landform: Summits

Map Unit Composition

Badin and similar soils: Typically 40 percent
Tatum and similar soils: Typically 30 percent
Tallapoosa and similar soils: Typically 20 percent

Typical Profile

Badin
Surface layer:
0 to 5 inches; loam

Subsoil:

5 to 14 inches; clay

14 to 20 inches; clay

20 to 28 inches; clay loam

Bedrock:
28 to 80 inches; bedrock

Tatum
Surface layer:
0 to 5 inches; gravelly loam

Subsurface:
5 to 10 inches; loam

Subsoil:

10 to 15 inches; silty clay loam
15 to 31 inches; clay loam

31 to 42 inches; silty clay loam

Bedrock:
42 to 80 inches; bedrock

Tallapoosa
Surface layer:
0 to 4 inches; gravelly loam
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Subsurface:
4 to 8 inches; gravelly loam

Subsoil:
8 to 12 inches; clay loam
12 to 16 inches; clay loam

Bedrock:
16 to 80 inches; bedrock

Minor Components
e Fruithurst soils
Soil Properties and Qualities

Badin

Available water capacity: Low (about 4.9 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Moderate

Runoff class: Medium

Parent material: Residuum weathered from phyllite and sericite schist

Tatum

Available water capacity: Moderate (about 6.4 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Moderate

Runoff class: Medium

Parent material: Residuum weathered from phyllite and sericite schist

Tallapoosa

Available water capacity: Very low (about 2.7 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from phyllite and sericite schist

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Badin
Prime farmland: Not prime farmland
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Land capability class: 3e
Hydric soil: No

Tatum

Prime farmland: Not prime farmland
Land capability class: 3e

Hydric soil: No

Tallapoosa

Prime farmland: Not prime farmland
Land capability class: 3e

Hydric soil: No

BfC—Badin-Tallapoosa-Fruithurst complex, 3 to 10
percent slopes

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges
Position on the landform: Summits

Map Unit Composition

Badin and similar soils: Typically 40 percent
Tallapoosa and similar soils: Typically 30 percent
Fruithurst and similar soils: Typically 25 percent

Typical Profile

Badin
Surface layer:
0 to 5 inches; loam

Subsoil:

5 to 14 inches; clay

14 to 20 inches; clay

20 to 28 inches; clay loam

Bedrock:
28 to 80 inches; bedrock

Tallapoosa
Surface layer:
0 to 4 inches; gravelly loam

Subsurface:
4 to 8 inches; gravelly loam

Subsoil:
8 to 12 inches; clay loam
12 to 16 inches; clay loam

Bedrock:
16 to 80 inches; bedrock

Fruithurst
Surface layer:
0 to 3 inches; gravelly loam

13



14 Soil Survey

Subsurface:
3 to 7 inches; loam

Subsoil:
7 to 21 inches; clay loam
21 to 30 inches; silt loam

Bedrock:
30 to 80 inches; bedrock

Minor Components

¢ Chewacla soils
e Tatum soils

Soil Properties and Qualities

Badin

Available water capacity: Low (about 4.9 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Moderate

Runoff class: Medium

Parent material: Residuum weathered from phyllite and sericite schist

Tallapoosa

Available water capacity: Very low (about 2.7 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from phyllite and sericite schist

Fruithurst

Available water capacity: Low (about 5.4 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from phyllite and sericite schist

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Badin
Prime farmland: Not prime farmland
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Land capability class: 3e
Hydric soil: No

Tallapoosa

Prime farmland: Not prime farmland
Land capability class: 4e

Hydric soil: No

Fruithurst

Prime farmland: Not prime farmland
Land capability class: 3e

Hydric soil: No

BmD2—Bethlehem-Madison complex, 6 to 15 percent
slopes, moderately eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes and ridges (fig. 3)
Position on the landform: Summits and backslopes

Figure 3.—Typical landscape of Bethlehem-Madison complex, 6 to 15 percent slopes. This map unit
occurs on hillslopes and ridges in the Southern Piedmont.
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Map Unit Composition

Bethlehem and similar soils: Typically 60 percent
Madison and similar soils: Typically 30 percent

Typical Profile

Bethlehem
Surface layer:
0 to 4 inches; gravelly sandy loam

Subsoil:

4 to 12 inches; clay
12 to 24 inches; clay
24 to 30 inches; clay

Bedrock:
30 to 80 inches; bedrock

Madison
Surface layer:
0 to 4 inches; fine sandy loam

Subsurface:
4 to 10 inches; sandy clay loam

Subsoil:

10 to 23 inches; clay

23 to 28 inches; sandy clay loam
28 to 40 inches; sandy clay loam

Substratum:
40 to 80 inches; sandy loam saprolite

Minor Components

¢ Chewacla soils
e |ouisa soils
e Grover soils

Soil Properties and Qualities

Bethlehem

Available water capacity: Low (about 4.0 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from metamorphic rock and/or schist

Madison

Available water capacity: Moderate (about 7.9 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low
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Runoff class: Medium
Parent material: Residuum derived from mica schist

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Bethlehem

Prime farmland: Not prime farmland
Land capability class: 4e

Hydric soil: No

Madison

Prime farmland: Not prime farmland
Land capability class: 4e

Hydric soil: No

CeB2—Cecil sandy loam, 2 to 6 percent slopes,
moderately eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges
Position on the landform: Summits

Map Unit Composition
Cecil and similar soils: Typically 90 percent
Typical Profile

Surface layer:
0 to 4 inches; sandy loam

Subsoil:

4 to 12 inches; clay loam
12 to 39 inches; clay

39 to 50 inches; clay loam
50 to 64 inches; clay loam

Substratum:
64 to 80 inches; sandy loam saprolite

Minor Components

¢ Pacolet soils
e Hard Labor soils
e Wedowee soils

Soil Properties and Qualities

Available water capacity: Moderate (about 8.3 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None
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Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from felsic, igneous, and high grade
metamorphic rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Prime farmland in all areas
Land capability class: 2e
Hydric soil: No

CeC2—Cecil sandy loam, 6 to 10 percent slopes,
moderately eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges
Position on the landform: Summits

Map Unit Composition
Cecil and similar soils: Typically 90 percent
Typical Profile

Surface layer:
0 to 4 inches; sandy loam

Subsoil:

4 to 12 inches; clay loam
12 to 39 inches; clay

39 to 50 inches; clay loam
50 to 64 inches; clay loam

Substratum:
64 to 80 inches; sandy loam saprolite

Minor Components

¢ Pacolet soils
e Wedowee soils
e Hard Labor soils

Soil Properties and Qualities

Available water capacity: Moderate (about 8.3 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None
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Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from felsic, igneous, and high grade
metamorphic rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 3e
Hydric soil: No

CHA—Chewacla, Cartecay, and Toccoa soils, 0 to 1
percent slopes, frequently flooded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Flood plains

Map Unit Composition

Chewacla and similar soils: Typically 45 percent
Cartecay and similar soils: Typically 25 percent
Toccoa and similar soils: Typically 20 percent

Typical Profile

Chewacla

Surface layer:

0 to 2 inches; silty clay loam
2 to 6 inches; silty clay loam

Subsoil:

6 to 20 inches; silty clay loam
20 to 27 inches; loam

27 to 53 inches; clay loam

Substratum:
53 to 80 inches; silt loam

Cartecay
Surface layer:
0 to 3 inches; loam

Substratum:

3 to 13 inches; fine sandy loam

13 to 18 inches; fine sandy loam

18 to 32 inches; fine sandy loam

32 to 47 inches; gravelly fine sandy loam
47 to 80 inches; fine sandy loam

Toccoa
Surface layer:
0 to 4 inches; fine sandy loam
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Substratum:

4 to 28 inches; sandy loam
28 to 36 inches; sandy loam
36 to 43 inches; silt loam

43 to 80 inches; sandy loam

Minor Components

* Wehadkee soils
¢ Altavista soils

Soil Properties and Qualities

Chewacla

Available water capacity: High (about 11.7 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)

Drainage class: Somewhat poorly drained

Depth to seasonal water saturation: About 0.5 foot to 1.5 feet

Water table kind: Apparent

Flooding hazard: Frequent

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Negligible

Parent material: Loamy alluvium derived from granite, metamorphic, and sedimentary
rock

Cartecay

Available water capacity: Moderate (about 6.4 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)

Drainage class: Somewhat poorly drained

Depth to seasonal water saturation: About 0.5 foot to 1.5 feet

Water table kind: Apparent

Flooding hazard: Frequent

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Negligible

Parent material: Loamy alluvium derived from granite, metamorphic, and sedimentary
rock

Toccoa

Available water capacity: Moderate (about 6.6 inches)

Slowest saturated hydraulic conductivity: High (about 1.98 in/hr)

Drainage class: Moderately well drained

Depth to seasonal water saturation: About 2.5 to 5.0 feet

Water table kind: Apparent

Flooding hazard: Frequent

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Negligible

Parent material: Loamy alluvium derived from granite, metamorphic, and sedimentary
rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.
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Interpretive Groups

Chewacla

Prime farmland: Not prime farmland
Land capability class: 4w

Hydric soil: No

Cartecay

Prime farmland: Not prime farmland
Land capability class: 5w

Hydric soil: No

Toccoa

Prime farmland: Not prime farmland
Land capability class: 3w

Hydric soil: No

DaB—Davidson clay loam, 2 to 6 percent slopes
Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges
Position on the landform: Summits

Map Unit Composition
Davidson and similar soils: Typically 90 percent
Typical Profile

Surface layer:
0 to 5 inches; clay loam

Subsoil:
5 to 30 inches; clay
30 to 80 inches; clay

Minor Components

¢ Cecil soils
e Enon soils
* Mecklenburg soils

Soil Properties and Qualities

Available water capacity: High (about 10.1 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from mafic and/or metamorphic rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.
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Interpretive Groups

Prime farmland: Prime farmland in all areas
Land capability class: 2e
Hydric soil: No

DAM—Dam

This map unit includes the Lay and Mitchell Dams. These dams are concrete
barriers that obstruct the flow of water on the Coosa River and form Lay and Mitchell
Lakes.

DdD3—Davidson clay loam, 6 to 15 percent slopes,
severely eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition
Davidson and similar soils: Typically 85 percent
Typical Profile

Surface layer:
0 to 5 inches; clay loam

Subsoil:
5 to 30 inches; clay
30 to 80 inches; clay

Minor Components

¢ Enon soils
¢ Cecil soils
¢ Chewacla soils

Soil Properties and Qualities

Available water capacity: High (about 10.1 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered mafic and/or metamorphic rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.
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Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 4e
Hydric soil: No

DeB—Decatur silt loam, 2 to 6 percent slopes

Setting

Major land resource area: Southern Appalachian Ridges and Valleys (MLRA 128)
Landform: Interfluves
Map Unit Composition

Decatur and similar soils: Typically 90 percent

Typical Profile
Surface layer:
0 to 6 inches; silt loam

Subsoil:

6 to 11 inches; silty clay loam
11 to 60 inches; silty clay loam
60 to 80 inches; clay loam

Minor Components

e Allen soils
e Locust soils
Soil Properties and Qualities

Available water capacity: High (about 9.8 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Moderate

Runoff class: Low

Parent material: Residuum weathered from limestone

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Prime farmland in all areas
Land capability class: 2e
Hydric soil: No

EnB—Enon-Wynott complex, 2 to 6 percent slopes
Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges
Position on the landform: Summits
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Map Unit Composition

Enon and similar soils: Typically 60 percent
Wynott and similar soils: Typically 20 percent

Typical Profile

Enon
Surface layer:
0 to 4 inches; very gravelly sandy loam

Subsurface:
4 to 12 inches; very gravelly sandy clay loam

Subsoil:
12 to 25 inches; clay
25 to 50 inches; clay

Substratum:
50 to 80 inches; loam saprolite

Wynott
Surface layer:
0 to 8 inches; gravelly sandy loam

Subsurface:
8 to 12 inches; gravelly sandy loam

Subsoil:

12 to 23 inches; clay

23 to 32 inches; clay

32 to 38 inches; clay loam

Bedrock:
38 to 80 inches; bedrock

Minor Components

* Mecklenburg soils
* Winnsboro soils

Soil Properties and Qualities

Enon

Available water capacity: High (about 10.9 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: High

Runoff class: Medium

Parent material: Residuum weathered from mafic crystalline rock

Wynott

Available water capacity: Moderate (about 6.1 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: High
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Runoff class: High
Parent material: Residuum weathered from mafic crystalline rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Enon

Prime farmland: Not prime farmland
Land capability class: 2e

Hydric soil: No

Wynott

Prime farmland: Not prime farmland
Land capability class: 3e

Hydric soil: No

GrD—Grover sandy loam, 6 to 15 percent slopes
Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges and hillslopes
Position on the landform: Summits and backslopes

Map Unit Composition
Grover and similar soils: Typically 85 percent
Typical Profile

Surface layer:
0 to 5 inches; sandy loam

Subsoil:
5 to 23 inches; clay loam
23 to 34 inches; loam

Substratum:
34 to 50 inches; sandy loam saprolite
50 to 80 inches; sandy loam saprolite

Minor Components

* Louisburg soils
e Madison soils
¢ Chewacla soils

Soil Properties and Qualities

Available water capacity: Moderate (about 6.8 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium
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Parent material: Residuum weathered from biotite gneiss and/or residuum weathered
from mica schist

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 4e
Hydric soil: No

HdB—Hard Labor loamy sand, 2 to 6 percent slopes
Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Toeslopes

Map Unit Composition
Hard Labor and similar soils: Typically 90 percent
Typical Profile

Surface layer:
0 to 2 inches; sandy loam
2 to 9 inches; sandy loam

Subsurface:
9 to 15 inches; sandy loam

Subsoil:
15 to 45 inches; clay
45 to 52 inches; sandy clay loam

Substratum:
52 to 80 inches; sandy clay loam saprolite

Minor Components

e Wedowee soils
¢ Cecil soils

e Pacolet soils

e Wehadkee soils

Soil Properties and Qualities

Available water capacity: Moderate (about 8.8 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Moderately well drained

Depth to seasonal water saturation: About 2.5 to 5.0 feet

Water table kind: Perched

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Low

Parent material: Residuum weathered from felsic crystalline rock
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Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Prime farmland in all areas
Land capability class: 2e
Hydric soil: No

HdC—Hard Labor loamy sand, 6 to 10 percent slopes
Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Toeslopes

Map Unit Composition
Hard Labor and similar soils: Typically 85 percent
Typical Profile

Surface layer:
0 to 2 inches; sandy loam
2 to 9 inches; sandy loam

Subsurface:
9 to 15 inches; sandy loam

Subsoil:
15 to 45 inches; clay
45 to 52 inches; sandy clay loam

Substratum:
52 to 80 inches; sandy clay loam saprolite

Minor Components

e Pacolet soils

e Wedowee soils
¢ Cecil soils

¢ Chewacla soils

Soil Properties and Qualities

Available water capacity: Moderate (about 8.8 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Moderately well drained

Depth to seasonal water saturation: About 2.5 to 5.0 feet

Water table kind: Perched

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from felsic crystalline rock
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Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 3e
Hydric soil: No

LcB—Locust fine sandy loam, 2 to 6 percent slopes

Setting

Major land resource area: Southern Appalachian Ridges and Valleys (MLRA 128)
Landform: Hillslopes
Position on the landform: Toeslopes

Map Unit Composition
Locust and similar soils: Typically 85 percent
Typical Profile

Surface layer:
0 to 6 inches; fine sandy loam

Subsurface:
6 to 12 inches; gravelly sandy loam

Subsoil:

12 to 24 inches; sandy clay loam
24 to 31 inches; sandy clay loam
31 to 80 inches; loam

Minor Components

e Decatur soils
¢ Allen soils
¢ Shellbluff soils

Soil Properties and Qualities

Available water capacity: Low (about 5.1 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Moderately well drained

Depth to seasonal water saturation: About 1.5 to 2.0 feet

Water table kind: Perched

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Low

Parent material: Colluvium and alluvium derived from shale

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.
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Interpretive Groups

Prime farmland: Prime farmland in all areas
Land capability class: 2e
Hydric soil: No

LoF—Louisa-Mountain Park complex, 30 to 50 percent
slopes
Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes (fig. 4)
Position on the landform: Backslopes and shoulders

Map Unit Composition

Louisa and similar soils: Typically 65 percent
Mountain park and similar soils: Typically 20 percent

Figure 4.—An area of Louisa-Mountain Park complex, 30 to 50 percent slopes. Areas of this soil are
too steep to harvest pine, so they generally consist of mixed hardwoods and understory
plants, such as the wild azalea.
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Typical Profile

Louisa
Surface layer:
0 to 3 inches; loam

Subsoil:
3 to 10 inches; loam
10 to 17 inches; sandy clay loam

Bedrock:
17 to 80 inches; bedrock

Mountain Park
Surface layer:
0 to 4 inches; gravelly sandy loam

Subsurface:
4 to 10 inches; gravelly sandy loam

Subsoil:
10 to 23 inches; gravelly sandy clay loam
23 to 32 inches; sandy loam

Bedrock:
32 to 46 inches; bedrock

Substratum:
46 to 55 inches; sandy loam saprolite

Bedrock:
55 to 80 inches; bedrock

Minor Components

¢ Rion soils
e Madison soils
e Cartecay soils

Soil Properties and Qualities

Louisa

Available water capacity: Very low (about 2.2 inches)

Slowest saturated hydraulic conductivity: High (about 1.98 in/hr)
Drainage class: Somewhat excessively drained

Depth to seasonal water saturation: More than 6.0 feet
Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Very high

Parent material: Residuum weathered from mica schist

Mountain Park

Available water capacity: Low (about 3.8 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None
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Shrink-swell potential: Low
Runoff class: High
Parent material: Residuum weathered from mica schist and biotite gneiss

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Louisa

Prime farmland: Not prime farmland
Land capability class: 7e

Hydric soil: No

Mountain Park

Prime farmland: Not prime farmland
Land capability class: 7e

Hydric soil: No

LrD—Louisburg-Rion-Rock outcrop complex, 6 to 15
percent slopes, very bouldery

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition

Louisburg and similar soils: Typically 45 percent
Rion and similar soils: Typically 35 percent
Rock outcrop and similar soils: Typically 10 percent

Typical Profile

Louisburg
Surface layer:
0 to 8 inches; gravelly sandy loam

Subsurface:
8 to 15 inches; gravelly sandy loam

Subsoil:
15 to 21 inches; sandy loam
21 to 35 inches; sandy loam

Substratum:
35 to 64 inches; sandy loam saprolite

Bedrock:
64 to 80 inches; bedrock

Rion
Surface layer:
0 to 5 inches; gravelly sandy loam
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Subsoil:

5 to 16 inches; sandy clay loam
16 to 32 inches; sandy clay loam
32 to 39 inches; clay loam

Substratum:
39 to 47; sandy loam saprolite
47 to 80; sandy loam saprolite

Minor Components
» Cartecay soils
Soil Properties and Qualities

Louisburg

Available water capacity: Moderate (about 7.2 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from granodiorite gneiss

Rion

Available water capacity: Moderate (about 7.3 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum derived from felsic crystalline rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Louisburg

Prime farmland: Not prime farmland
Land capability class: 6s

Hydric soil: No

Rion

Prime farmland: Not prime farmland
Land capability class: 4e

Hydric soil: No

Rock outcrop
Prime farmland: Not prime farmland
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LrE—Louisburg-Rion-Rock outcrop complex, 15 to 35
percent slopes, very bouldery

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition

Louisburg and similar soils: Typically 40 percent
Rion and similar soils: Typically 40 percent
Rock outcrop and similar soils: Typically 15 percent

Typical Profile
Louisburg
Surface layer:
0 to 8 inches; gravelly sandy loam

Subsurface:
8 to 15 inches; gravelly sandy loam

Subsoil:
15 to 21 inches; sandy loam
21 to 35 inches; sandy loam

Substratum:
35 to 64 inches; sandy loam

bedrock:
64 to 80 inches; bedrock

Rion
Surface layer:
0 to 5 inches; gravelly sandy loam

Subsoil:

5 to 16 inches; sandy clay loam

16 to 32 inches; sandy clay loam
32 to 39 inches; clay loam saprolite

Substratum:
39 to 47; sandy loam saprolite
47 to 80; sandy loam saprolite

Minor Components
e Cartecay soils

Soil Properties and Qualities

Louisburg

Available water capacity: Moderate (about 7.2 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from granodiorite gneiss
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Rion

Available water capacity: Moderate (about 7.3 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from felsic crystalline rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Louisburg

Prime farmland: Not prime farmland
Land capability class: 7s

Hydric soil: No

Rion

Prime farmland: Not prime farmland
Land capability class: 7e

Hydric soil: No

Rock Outcrop
Prime farmland: Not prime farmland

MaB2—Madison fine sandy loam, 2 to 6 percent slopes,
moderately eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges
Position on the landform: Summits

Map Unit Composition
Madison and similar soils: Typically 90 percent
Typical Profile

Surface layer:
0 to 4 inches; fine sandy loam

Subsurface:
4 to 10 inches; sandy clay loam

Subsoil:

10 to 23 inches; clay

23 to 28 inches; sandy clay loam
28 to 40 inches; sandy clay loam

Substratum:
40 to 80 inches; sandy loam saprolite
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Minor Components
* Grover soils
Soil Properties and Qualities

Available water capacity: Moderate (about 7.9 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from mica schist

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Prime farmland in all areas
Land capability class: 2e
Hydric soil: No

MaD2—Madison fine sandy loam, 6 to 15 percent slopes,
moderately eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges and hillslopes
Position on the landform: Summits and backslopes

Map Unit Composition
Madison and similar soils: Typically 85 percent

Typical Profile
Surface layer:
0 to 4 inches; fine sandy loam

Subsurface:
4 to 10 inches; sandy clay loam

Subsoil:

10 to 23 inches; clay

23 to 28 inches; sandy clay loam
28 to 40 inches; sandy clay loam

Substratum:
40 to 80 inches; sandy loam saprolite
Minor Components
Rion soils
Louisa soils

Mountain Park soils
Cartecay soils
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Soil Properties and Qualities

Available water capacity: Moderate (about 7.9 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from mica schist

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 4e
Hydric soil: No

MdE2—Madison-Louisa complex, 15 to 30 percent slopes,
moderately eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition

Madison and similar soils: Typically 60 percent
Louisa and similar soils: Typically 30 percent

Typical Profile

Madison
Surface layer:
0 to 4 inches; fine sandy loam

Subsurface:
4 to 10 inches; sandy clay loam

Subsoil:

10 to 23 inches; clay

23 to 28 inches; sandy clay loam
28 to 40 inches; sandy clay loam

Substratum:
40 to 80 inches; sandy loam saprolite

Louisa
Surface layer:
0 to 3 inches; loam

Subsoil:
3 to 10 inches; loam
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10 to 17 inches; sandy clay loam

Bedrock:
17 to 80 inches; bedrock

Minor Components

» Cartecay soils
¢ Mountain Park soils
¢ Rion soils

Soil Properties and Qualities

Madison

Available water capacity: Moderate (about 7.9 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from mica schist

Louisa

Available water capacity: Very low (about 2.2 inches)

Slowest saturated hydraulic conductivity: High (about 1.98 in/hr)
Drainage class: Somewhat excessively drained

Depth to seasonal water saturation: More than 6.0 feet
Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from mica schist

Use and Management Considerations
See appropriate management sections for recommendations
Interpretive Groups

Madison

Prime farmland: Not prime farmland
Land capability class: 7e

Hydric soil: No

Louisa

Prime farmland: Not prime farmland
Land capability class: 7e

Hydric soil: No

MxD2—Mecklenburg gravelly loam, 6 to 15 percent slopes
Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges and hillslopes
Position on the landform: Backslopes and summits
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Map Unit Composition
Mecklenburg and similar soils: Typically 85 percent
Typical Profile

Surface layer:
0 to 4 inches; gravelly loam

Subsoil:

4 to 15 inches; clay

15 to 25 inches; clay

25 to 33 inches; clay loam

Substratum:
33 to 60 inches; loam saprolite
60 to 80 inches; loam saprolite

Minor Components

¢ Enon soils
¢ Pacolet soils

Soil Properties and Qualities

Available water capacity: Moderate (about 7.8 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Moderate

Runoff class: Medium

Parent material: Residuum weathered from intermediate and mafic crystalline rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 4e
Hydric soil: No

PaC2—Pacolet gravelly sandy loam, 3 to 10 percent
slopes, moderately eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges
Position on the landform: Summits

Map Unit Composition

Pacolet and similar soils: Typically 85 percent



Coosa County, Alabama 39

Typical Profile

Surface layer:
0 to 4 inches; gravelly sandy loam

Subsoil:
4 to 9 inches; clay loam

Subsoil:
9 to 25 inches; clay
25 to 36 inches; clay

Substratum:
36 to 56 inches; sandy loam
56 to 80 inches; sandy loam saprolite

Minor Components

¢ Wedowee soils
¢ Cecil soils

Soil Properties and Qualities

Available water capacity: Moderate (about 7.6 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from felsic igneous and metamorphic rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 3e
Hydric soil: No

PrD2—Pacolet-Rion complex, 6 to 15 percent slopes,
moderately eroded, stony

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition

Pacolet and similar soils: Typically 55 percent
Rion and similar soils: Typically 25 percent
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Typical Profile

Pacolet
Surface layer:
0 to 4 inches; gravelly sandy loam

Subsoil:
4 to 9 inches; clay loam

Subsoil:
9 to 25 inches; clay
25 to 36 inches; clay

Substratum:
36 to 56 inches; sandy loam
56 to 80 inches; sandy loam saprolite

Rion
Surface layer:
0 to 5 inches; gravelly sandy loam

Subsoil:

5 to 16 inches; sandy clay loam
16 to 32 inches; sandy clay loam
32 to 39 inches; clay loam

Substratum:
39 to 47 inches; sandy loam saprolite
47 to 80 inches; sandy loam saprolite

Minor Components

* Wedowee soils
* Louisburg soils
e Cartecay soils

Soil Properties and Qualities

Pacolet

Available water capacity: Moderate (about 7.6 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from felsic igneous and metamorphic rock

Rion

Available water capacity: Moderate (about 7.3 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from felsic crystalline rock
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Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Pacolet

Prime farmland: Not prime farmland
Land capability class: 4e

Hydric soil: No

Rion

Prime farmland: Not prime farmland
Land capability class: 4e

Hydric soil: No

PrE2—Pacolet-Rion complex, 15 to 25 percent slopes,
moderately eroded, stony

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition

Pacolet and similar soils: Typically 60 percent
Rion and similar soils: Typically 25 percent

Typical Profile

Pacolet
Surface layer:
0 to 4 inches; gravelly sandy loam

Subsoil:
4 to 9 inches; clay loam

Subsoil:
9 to 25 inches; clay
25 to 36 inches; clay

Substratum:
36 to 56 inches; sandy loam
56 to 80 inches; sandy loam saprolite

Rion
Surface layer:
0 to 5 inches; gravelly sandy loam

Subsoil:

5 to 16 inches; sandy clay loam
16 to 32 inches; sandy clay loam
32 to 39 inches; clay loam

Substratum:
39 to 47 inches; sandy loam saprolite
47 to 80 inches; sandy loam saprolite
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Minor Components

 Louisburg soils
* Wedowee soils
e Cartecay soils

Soil Properties and Qualities

Pacolet

Available water capacity: Moderate (about 7.6 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from felsic igneous and metamorphic rock

Rion

Available water capacity: Moderate (about 7.3 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from felsic crystalline rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Pacolet

Prime farmland: Not prime farmland
Land capability class: 6e

Hydric soil: No

Rion

Prime farmland: Not prime farmland
Land capability class: 6e

Hydric soil: No

Pt—Pits, borrow

Major land resource area: Southern Appalachian Ridges and Valleys and Southern
Piedmont (MLRA 128 and 136)
Landform: Ridgetops, hillslopes, and terraces

Map Unit Composition

Pits and similar soils: Typically 90 percent



Coosa County, Alabama 43

Typical Profile

This map unit consists of open excavations from which the original soil and
underlying material have been removed for use at another location. Generally, the
remaining material consists of strata of sand, gravel, cobbles, boulders, and mixed
earthy materials. A typical profile has not been selected.

Minor Components

¢ Cecil soils

¢ Louisa soils
 Louisburg soils
¢ Toccoa soils

e Wedowee soils

Soil Properties and Qualities

Available water capacity: Variable

Slowest saturated hydraulic conductivity: Variable
Drainage class: Well drained to poorly drained
Depth to seasonal water saturation: Variable
Water table kind: Variable

Flooding hazard: None or rare

Ponding hazard: None

Shrink-swell potential: Variable

Runoff class: Variable

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 8s
Hydric soil: No

ShA—Shellbluff loam, 0 to 2 percent slopes, frequently
flooded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Flood plains

Map Unit Composition
Shellbluff and similar soils: Typically 85 percent
Typical Profile

Surface layer:
0 to 8 inches; loam

Subsoil:

8 to 23 inches; silty clay loam
23 to 38 inches; silty clay loam
38 to 48 inches; silt loam
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Substratum:
48 to 80 inches; sandy loam

Minor Components

e Decatur soils
e Locust soils
¢ Chewacla soils

Soil Properties and Qualities

Available water capacity: High (about 10.1 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)

Drainage class: Moderately well drained

Depth to seasonal water saturation: About 3.0 to 5.0 feet

Water table kind: Apparent

Flooding hazard: Occasional

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Very low

Parent material: Silty fluvial sediments derived from felsic igneous and metamorphic
rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 2w
Hydric soil: No

SpB—Springhill sandy loam, 2 to 5 percent slopes
Setting

Major land resource area: Southern Coastal Plain (MLRA 133A)
Landform: Ridges
Position on the landform: Summits

Map Unit Composition
Springhill and similar soils: Typically 90 percent
Typical Profile

Surface layer:
0 to 6 inches; sandy loam

Subsoil:

6 to 19 inches; sandy clay loam
19 to 50 inches; sandy clay loam
50 to 80 inches; sandy loam

Minor Components

¢ Pacolet soils
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Soil Properties and Qualities

Available water capacity: Moderate (about 7.4 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Loamy and sandy marine sediments

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Prime farmland in all areas
Land capability class: 2e
Hydric soil: No

SwF—Sweetapple-Mountain Park complex, 15 to 40
percent slopes

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition

Sweetapple and similar soils: Typically 55 percent
Mountain Park and similar soils: Typically 20 percent

Typical Profile

Sweetapple
Surface layer:
0 to 6 inches; gravelly sandy loam

Subsoil:
6 to 12 inches; gravelly sandy loam
12 to 23 inches; gravelly sandy loam

Bedrock:
23 to 80 inches; bedrock

Mountain Park
Surface layer:
0 to 4 inches; gravelly sandy loam

Subsurface:
4 to 10 inches; gravelly sandy loam
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Subsoil:
10 to 23 inches; gravelly sandy clay loam
23 to 32 inches; sandy loam

Bedrock:
32 to 46 inches; bedrock

Substratum:
46 to 55 inches; sandy loam saprolite

Bedrock:
55 to 80 inches; bedrock

Minor Components

e |ouisa soils
e Cartecay soils
e Madison soils

Soil Properties and Qualities

Sweetapple

Available water capacity: Very low (about 2.7 inches)

Slowest saturated hydraulic conductivity: High (about 1.98 in/hr)
Drainage class: Somewhat excessively drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from mica schist and/or gneiss

Mountain Park

Available water capacity: Low (about 3.8 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from mica schist and/or gneiss

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Sweetapple

Prime farmland: Not prime farmland
Land capability class: 7e

Hydric soil: No

Mountain Park

Prime farmland: Not prime farmland
Land capability class: 7e

Hydric soil: No
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TaD2—Tallapoosa-Badin-Fruithurst complex, 6 to 15

percent slopes, moderately eroded
Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition

Tallapoosa and similar soils: Typically 40 percent
Badin and similar soils: Typically 25 percent
Fruithurst and similar soils: Typically 25 percent

Typical Profile

Tallapoosa
Surface layer:
0 to 4 inches; gravelly loam
Subsurface:
4 to 8 inches; gravelly loam
Subsoil:
8 to 12 inches; clay loam
12 to 16 inches; clay loam
Bedrock:
16 to 80 inches; bedrock
Badin
Surface layer:
0 to 5 inches; loam
Subsoil:
5 to 14 inches; clay
14 to 20 inches; clay
20 to 28 inches; clay loam
Bedrock:
28 to 80 inches; bedrock
Fruithurst
Surface layer:
0 to 3 inches; gravelly loam
Subsurface:
3 to 7 inches; loam
Subsoil:
7 to 21 inches; clay loam
21 to 30 inches; silt loam
Bedrock:
30 to 80 inches; bedrock

Minor Components

e Chewacla soils
e Cartecay soils

47



48 Soil Survey

Soil Properties and Qualities

Tallapoosa

Available water capacity: Very low (about 2.7 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from phyllite and sericite schist

Badin

Available water capacity: Low (about 4.9 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Moderate

Runoff class: Medium

Parent material: Residuum weathered from phyllite and sericite schist

Fruithurst

Available water capacity: Low (about 5.4 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from phyllite and sericite schist

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Tallapoosa

Prime farmland: Not prime farmland
Land capability class: 6e

Hydric soil: No

Badin

Prime farmland: Not prime farmland
Land capability class: 4e

Hydric soil: No

Fruithurst

Prime farmland: Not prime farmland
Land capability class: 4e

Hydric soil: No
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TfE2—Tallapoosa-Fruithurst complex, 15 to 40 percent
slopes, moderately eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition

Tallapoosa and similar soils: Typically 60 percent
Fruithurst and similar soils: Typically 30 percent

Typical Profile

Tallapoosa
Surface layer:
0 to 4 inches; gravelly loam
Subsurface:
4 to 8 inches; gravelly loam
Subsoil:
8 to 12 inches; clay loam
12 to 16 inches; clay loam
Bedrock:
16 to 80 inches; bedrock
Fruithurst
Surface layer:
0 to 3 inches; gravelly loam
Subsurface:
31to 7 inches; loam
Subsoil:
7 to 21 inches; clay loam
21 to 30 inches; silt loam
Bedrock:
30 to 80 inches; bedrock

Minor Components

e Cartecay soils
Soil Properties and Qualities

Tallapoosa

Available water capacity: Very low (about 2.7 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Very high

Parent material: Residuum weathered from phyllite and sericite schist
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Fruithurst

Available water capacity: Low (about 5.4 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Very high

Parent material: Residuum weathered from phyllite and sericite schist

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Tallapoosa

Prime farmland: Not prime farmland
Land capability class: 7e

Hydric soil: No

Fruithurst

Prime farmland: Not prime farmland
Land capability class: 7e

Hydric soil: No

ToA—Toccoa fine sandy loam, 0 to 2 percent slopes,
occasionally flooded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Flood plains (fig. 5)

Map Unit Composition
Toccoa and similar soils: Typically 80 percent
Typical Profile

Surface layer:
0 to 4 inches; fine sandy loam

Substratum:

4 to 28 inches; sandy loam
28 to 36 inches; sandy loam
36 to 43 inches; silt loam

43 to 80 inches; sandy loam

Minor Components

e Cartecay soils
e Wehadkee soils
¢ Shellbluff soils
e Wickham soils
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Figure 5.—A flood plain along Hatchet Creek in an area of Toccoa fine sandy loam, 0 to 2 percent
slopes, occasionally flooded. Hatchet Creek is a popular waterway for canoeists and kayakers
because of its rapid flow in the spring. These rapid currents allow for coarser soil materials to
be laid down during floods, which assists in the formation of the Toccoa soil.

Soil Properties and Qualities

Available water capacity: Moderate (about 6.6 inches)

Slowest saturated hydraulic conductivity: High (about 1.98 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: About 2.5 to 5.0 feet

Water table kind: Apparent

Flooding hazard: Occasional

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Very low

Parent material: Sandy and loamy alluvium

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Prime farmland in all areas
Land capability class: 2w
Hydric soil: No
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TwD—Townley gravelly fine sandy loam, 6 to 15 percent
slopes

Setting

Major land resource area: Southern Appalachian Ridges and Valleys (MLRA 128)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition
Townley and similar soils: Typically 85 percent
Typical Profile

Surface layer:
0 to 4 inches; gravelly fine sandy loam

Subsurface:
4 to 8 inches; fine sandy loam

Subsoil:
8 to 22 inches; channery clay
22 to 26 inches; channery silty clay loam

Bedrock:
26 to 80 inches; bedrock

Minor Components

Montevallo soils
Shellbluff soils
Chewacla soils
Locust soils

Soil Properties and Qualities

Available water capacity: Low (about 3.7 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)

Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Moderate

Runoff class: Medium

Parent material: Residuum weathered from shale or interbedded sandstone and
shale

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 4e
Hydric soil: No
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TxE—Townley-Montevallo complex, 15 to 40 percent
slopes

Setting

Major land resource area: Southern Appalachian Ridges and Valleys (MLRA 128)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition

Townley and similar soils: Typically 60 percent
Montevallo and similar soils: Typically 30 percent

Typical Profile

Surface layer:
0 to 4 inches; gravelly fine sandy loam

Subsurface:
4 to 8 inches; fine sandy loam

Subsoil:
8 to 22 inches; channery clay
22 to 26 inches; channery silty clay loam

Bedrock:
26 to 80 inches; bedrock

Montevallo
Surface layer:
0 to 4 inches; gravelly sandy loam

Subsurface:

4 to 8 inches; very gravelly sandy loam

Subsoil:

8 to 19 inches; extremely channery silty clay loam
Bedrock:

19 to 80 inches; channers
Minor Components

e Locust soils
¢ Chewacla soils
¢ Shellbluff soils

Soil Properties and Qualities

Available water capacity: Low (about 3.7 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)

Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Moderate

Runoff class: High

Parent material: Residuum weathered from shale or interbedded sandstone and
shale
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Montevallo

Available water capacity: Very low (about 2.2 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)

Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from shale or interbedded sandstone and
shale

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Townley

Prime farmland: Not prime farmland
Land capability class: 7e

Hydric soil: No

Montevallo

Prime farmland: Not prime farmland
Land capability class: 7e

Hydric soil: No

W—Water

This map unit consists of areas that are covered with water throughout the year.
Areas include rivers, streams, natural or constructed lakes, pits, and ponds.

WeC2—Wedowee gravelly sandy loam, 3 to 10 percent
slopes, moderately eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Ridges
Position on the landform: Summits

Map Unit Composition
Wedowee and similar soils: Typically 85 percent
Typical Profile

Surface layer:
0 to 2 inches; gravelly sandy loam

Subsurface:
2 to 5 inches; sandy loam

Subsoil:
5 to 15 inches; clay
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15 to 28 inches; clay
28 to 34 inches; sandy clay loam

Substratum:
34 to 50 inches; sandy loam saprolite
50 to 80 inches; sandy loam saprolite

Minor Components

¢ Pacolet soils
e Hard Labor soils

Soil Properties and Qualities

Available water capacity: Moderate (about 8.1 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Residuum weathered from felsic crystalline rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 3e
Hydric soil: No

WeD2—Wedowee gravelly sandy loam, 6 to 15 percent
slopes, moderately eroded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition
Wedowee and similar soils: Typically 85 percent
Typical Profile

Surface layer:
0 to 2 inches; gravelly sandy loam

Subsurface:
2 to 5 inches; sandy loam

Subsoil:
5 to 15 inches; clay
15 to 28 inches; clay
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28 to 34 inches; sandy clay loam

Substratum:
34 to 50 inches; sandy loam saprolite
50 to 80 inches; sandy loam saprolite

Minor Components

Pacolet soils
Hard Labor soils
Louisburg soils
Rion soils
Cartecay soils

Soil Properties and Qualities

Available water capacity: Moderate (about 8.1 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from felsic crystalline rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 4e
Hydric soil: No

WfE—Wedowee very gravelly sandy loam, 15 to 35
percent slopes

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition
Wedowee and similar soils: Typically 80 percent
Typical Profile

Surface layer:
0 to 2 inches; gravelly sandy loam

Subsurface:
2 to 5 inches; sandy loam
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Subsoil:

5 to 15 inches; clay

15 to 28 inches; clay

28 to 34 inches; sandy clay loam

Substratum:
34 to 50 inches; sandy loam saprolite
50 to 80 inches; sandy loam saprolite

Minor Components

Pacolet soils
Rion soils
Cartecay soils
Louisburg soils

Soil Properties and Qualities

Available water capacity: Moderate (about 8.1 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: High

Parent material: Residuum weathered from felsic crystalline rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 7e
Hydric soil: No

WhA—Wehadkee silt loam, 0 to 2 percent slopes,
frequently flooded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Flood plains

Map Unit Composition
Wehadkee and similar soils: Typically 90 percent
Typical Profile

Surface layer:
0 to 4 inches; silt loam

Subsoil:
4 to 20 inches; loam
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Substratum:
20 to 40 inches; sandy loam
40 to 80 inches; sandy loam

Minor Components

e Cartecay soils
e Chewacla soils

Soil Properties and Qualities

Available water capacity: Moderate (about 8.4 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.60 in/hr)
Drainage class: Poorly drained

Depth to seasonal water saturation: About 0 to 1.0 foot

Water table kind: Apparent

Flooding hazard: Frequent

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Negligible

Parent material: Loamy alluvium

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Not prime farmland
Land capability class: 6w
Hydric soil: Yes

WkB—Wickham sandy loam, 2 to 6 percent slopes, rarely
flooded

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Stream terraces

Map Unit Composition
Wickham and similar soils: Typically 90 percent
Typical Profile

Surface layer:
0 to 10 inches; sandy loam

Subsoil:

10 to 20 inches; sandy clay loam
20 to 43 inches; sandy clay loam
43 to 58 inches; sandy loam

58 to 74 inches; fine sandy loam

Substratum:
74 to 80 inches; loamy fine sand
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Minor Components

¢ Altavista soils
¢ Shellbluff soils

Soil Properties and Qualities

Available water capacity: Moderate (about 8.8 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.57 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: Rare

Ponding hazard: None

Shrink-swell potential: Low

Runoff class: Medium

Parent material: Loamy alluvium derived from igneous and sedimentary rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Prime farmland: Prime farmland in all areas
Land capability class: 2e
Hydric soil: No

WnE—Wynott-Wilkes complex, 15 to 45 percent slopes,
very stony

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes
Position on the landform: Backslopes

Map Unit Composition

Wynott and similar soils: Typically 60 percent
Wilkes and similar soils: Typically 20 percent

Typical Profile

Wynott
Surface layer:
0 to 8 inches; gravelly sandy loam

Subsurface:
8 to 12 inches; gravelly sandy loam

Subsoil:

12 to 23 inches; clay

23 to 32 inches; clay

32 to 38 inches; clay loam

Bedrock:
38 to 80 inches; bedrock
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Wilkes
Surface layer:
0 to 4 inches; gravelly sandy loam

Subsurface:

4 to 9 inches; gravelly sandy loam
Subsoil:

9 to 15 inches; clay

Bedrock:

15 to 80 inches; bedrock
Minor Components

¢ Chewacla soils
¢ Winnsboro soils
¢ Enon soils

Soil Properties and Qualities

Wynott

Available water capacity: Moderate (about 6.1 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: High

Runoff class: High

Parent material: Residuum weathered from mafic crystalline rock

Wilkes

Available water capacity: Very low (about 2.1 inches)

Slowest saturated hydraulic conductivity: Moderately high (about 0.20 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: Moderate

Runoff class: Very high

Parent material: Residuum weathered from mafic crystalline rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Wynott

Prime farmland: Not prime farmland
Land capability class: 7s

Hydric soil: No

Wilkes

Prime farmland: Not prime farmland
Land capability class: 7s

Hydric soil: No
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WyD—Wynott-Winnsboro complex, 6 to 15 percent
slopes, very stony

Setting

Major land resource area: Southern Piedmont (MLRA 136)
Landform: Hillslopes and ridges
Position on the landform: Backslopes and summits

Map Unit Composition

Wynott and similar soils: Typically 60 percent
Winnsboro and similar soils: Typically 20 percent

Typical Profile

Wynott
Surface layer:
0 to 8 inches; gravelly sandy loam

Subsurface:
8 to 12 inches; gravelly sandy loam

Subsoil:

12 to 23 inches; clay

23 to 32 inches; clay

32 to 38 inches; clay loam

Bedrock:
38 to 80 inches; bedrock

Winnsboro
Surface layer:
0 to 6 inches; very gravelly sandy loam

Subsurface:
6 to 12 inches; gravelly sandy clay loam

Subsoil:
12 to 32 inches; clay
32 to 40 inches; clay loam

Subsurface:
40 to 56 inches; sandy clay loam

Bedrock:
56 to 80 inches; bedrock

Minor Components

¢ Wilkes soils
¢ Chewacla soils
¢ Enon soils

Soil Properties and Qualities

Wynott

Available water capacity: Moderate (about 6.1 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None
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Ponding hazard: None

Shrink-swell potential: High

Runoff class: High

Parent material: Residuum weathered from mafic crystalline rock

Winnsboro

Available water capacity: High (about 9.2 inches)

Slowest saturated hydraulic conductivity: Moderately low (about 0.06 in/hr)
Drainage class: Well drained

Depth to seasonal water saturation: More than 6.0 feet

Flooding hazard: None

Ponding hazard: None

Shrink-swell potential: High

Runoff class: High

Parent material: Residuum weathered from mafic crystalline rock

Use and Management Considerations

See the appropriate tables and the corresponding sections under the heading “Use
and Management of the Soils” for the ratings and limitations of this map unit for
various uses.

Interpretive Groups

Wynott

Prime farmland: Not prime farmland
Land capability class: 6s

Hydric soil: No

Winnsboro

Prime farmland: Not prime farmland
Land capability class: 6s

Hydric soil: No
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Use and Management of the Soils

This soil survey is an inventory and evaluation of the soils in the survey area. It can
be used to adjust land uses to the limitations and potentials of natural resources and
the environment. Also, it can help to prevent soil-related failures in land uses.

In preparing a soil survey, soil scientists, conservationists, engineers, and others
collect extensive field data about the nature and behavioral characteristics of the
soils. They collect data on erosion, droughtiness, flooding, and other factors that
affect various soil uses and management. Field experience and collected data on soil
properties and performance are used as a basis in predicting soil behavior.

Information in this section can be used to plan the use and management of soils
for crops and pasture; as forestland; as sites for buildings, sanitary facilities, highways
and other transportation systems, and parks and other recreational facilities; for
agricultural waste management; and as wildlife habitat. It can be used to identify the
potentials and limitations of each soil for specific land uses and to help prevent
construction failures caused by unfavorable soil properties.

Planners and others using soil survey information can evaluate the effect of
specific land uses on productivity and on the environment in all or part of the survey
area. The survey can help planners to maintain or create a land use pattern in
harmony with the natural soil.

Contractors can use this survey to locate sources of gravel, sand, reclamation
material, roadfill, and topsoil. They can use it to identify areas where bedrock,
wetness, or very firm soil layers can cause difficulty in excavation.

Health officials, highway officials, engineers, and others may also find this survey
useful. The survey can help them plan the safe disposal of wastes and locate sites for
pavements, sidewalks, campgrounds, playgrounds, lawns, and trees and shrubs.

Interpretive Ratings

The interpretive tables in this survey rate the soils in the survey area for various
uses. Many of the tables identify the limitations that affect specified uses and indicate
the severity of those limitations. The ratings in these tables are both verbal and numerical.

Rating Class Terms

Rating classes are expressed in the tables in terms that indicate the extent to
which the soils are limited by all of the soil features that affect a specified use or in
terms that indicate the suitability of the soils for the use. Thus, the tables may show
limitation classes or suitability classes. Terms for the limitation classes are not limited,
somewhat limited, and very limited. The suitability ratings are expressed as well
suited, moderately suited, poorly suited, and unsuited or as good, fair, and poor.

Numerical Ratings

Numerical ratings in the tables indicate the relative severity of individual limitations.
The ratings are shown as decimal fractions ranging from 0.00 to 1.00. They indicate
gradations between the point at which a soil feature has the greatest negative impact
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on the use and the point at which the soil feature is not a limitation. The limitations
appear in order from the most limiting to the least limiting. Thus, if more than one
limitation is identified, the most severe limitation is listed first and the least severe one
is listed last.

Crops and Pasture

General management needed for crops and pasture is suggested in this section.
The estimated yields of the main crops and pasture plants are listed, and the system
of land capability classification used by the Natural Resources Conservation Service
is explained.

Planners of management systems for individual fields or farms should consider the
detailed information given in the description of each soil under the heading “Detailed
Soil Map Units.” Specific information can be obtained from the local office of the
Natural Resources Conservation Service or the Cooperative Extension Service.

Yields per Acre

The average yields per acre shown in tables 5a and 5b are those that can be
expected of the principal crops under a high level of management. In any given year,
yields may be higher or lower than those indicated in the tables because of variations
in rainfall and other climatic factors. The land capability classification of map units in
the survey area also is shown in the tables.

The yields are based mainly on the experience and records of farmers,
conservationists, and extension agents. Available yield data from nearby counties and
results of field trials and demonstrations also are considered.

The management needed to obtain the indicated yields of the various crops
depends on the kind of soil and the crop. Management can include drainage, erosion
control, and protection from flooding; the proper planting and seeding rates; suitable
high-yielding crop varieties; appropriate and timely tillage; control of weeds, plant
diseases, and harmful insects; favorable soil reaction and optimum levels of nitrogen,
phosphorus, potassium, and trace elements for each crop; effective use of crop
residue, barnyard manure, and green manure crops; and harvesting that ensures the
smallest possible loss.

For yields of irrigated crops, it is assumed that the irrigation system is adapted to
the soils and to the crops grown, that good-quality irrigation water is uniformly applied
as needed, and that tillage is kept to a minimum.

Pasture yields are expressed in terms of animal unit months. An animal unit month
(AUM) is the amount of forage required by one mature cow of approximately 1,000
pounds weight, with or without a calf, for 1 month.

The estimated yields reflect the productive capacity of each soil for each of the
principal crops. Yields are likely to increase as new production technology is
developed. The productivity of a given soil compared with that of other soils, however,
is not likely to change.

Crops other than those shown in the yields tables are grown in the survey area, but
estimated yields are not listed because the acreage of such crops is small. The local
office of the Natural Resources Conservation Service or of the Cooperative Extension
Service can provide information about the management and productivity of the soils
for those crops.

Land Capability Classification

Land capability classification shows, in a general way, the suitability of soils for
most kinds of field crops. Crops that require special management are excluded. The
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soils are grouped according to their limitations for field crops, the risk of damage if
they are used for crops, and the way they respond to management. The criteria used
in grouping the soils do not include major and generally expensive landforming that
would change slope, depth, or other characteristics of the soils, nor do they include
possible but unlikely major reclamation projects. Capability classification is not a
substitute for interpretations designed to show suitability and limitations of groups of
soils for forestland or for engineering purposes.

In the capability system, soils are generally grouped at three levels—capability
class, subclass, and unit (USDA, 1961).

Capability classes, the broadest groups, are designated by the numbers 1 through
8. The numbers indicate progressively greater limitations and narrower choices for
practical use. The classes are defined as follows:

Class 1 soils have slight limitations that restrict their use.

Class 2 soils have moderate limitations that restrict the choice of plants or that
require moderate conservation practices.

Class 3 soils have severe limitations that restrict the choice of plants or that require
special conservation practices, or both.

Class 4 soils have very severe limitations that restrict the choice of plants or that
require very careful management, or both.

Class 5 soils are subject to little or no erosion but have other limitations,
impractical to remove, that restrict their use mainly to pasture, rangeland, forestland,
or wildlife habitat.

Class 6 soils have severe limitations that make them generally unsuitable for cultivation
and that restrict their use mainly to pasture, rangeland, forestland, or wildlife habitat.

Class 7 soils have very severe limitations that make them unsuitable for cultivation
and that restrict their use mainly to grazing, forestland, or wildlife habitat.

Class 8 soils and miscellaneous areas have limitations that preclude commercial
plant production and that restrict their use to recreational purposes, wildlife habitat,
watershed, or esthetic purposes.

Capability subclasses are soil groups within one class. They are designated by
adding a small letter, e, w, s, or ¢, to the class numeral, for example, 2e. The letter e
shows that the main hazard is the risk of erosion unless close-growing plant cover is
maintained; w shows that water in or on the soil interferes with plant growth or
cultivation (in some soils the wetness can be partly corrected by artificial drainage); s
shows that the soil is limited mainly because it is shallow, droughty, or stony; and c,
used in only some parts of the United States, shows that the chief limitation is climate
that is very cold or very dry.

In class 1 there are no subclasses because the soils of this class have few
limitations. Class 5 contains only the subclasses indicated by w, s, or ¢ because the
soils in class 5 are subject to little or no erosion. They have other limitations that
restrict their use to pasture, rangeland, forestland, wildlife habitat, or recreation.

Capability units are soil groups within a subclass. The soils in a capability unit are
enough alike to be suited to the same crops and pasture plants, to require similar
management, and to have similar productivity. Capability units are generally
designated by adding an Arabic numeral to the subclass symbol, for example, 2e-4
and 3e-6. These units are not given in all soil surveys.

The capability classification of the soils in this survey area is given in the section
“Detailed Soil Map Units” and in the yields tables.

Prime Farmland and Other Important Farmlands

Table 6 lists the map units in the survey area that are considered prime farmland
and farmland of statewide importance. This list does not constitute a recommendation
for a particular land use.
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In an effort to identify the extent and location of important farmlands, the Natural
Resources Conservation Service, in cooperation with other interested Federal, State,
and local government organizations, has inventoried land that can be used for the
production of the Nation’s food supply.

Prime farmland is of major importance in meeting the Nation’s short- and long-
range needs for food and fiber. Because the supply of high-quality farmland is limited,
the U.S. Department of Agriculture recognizes that responsible levels of government,
as well as individuals, should encourage and facilitate the wise use of our Nation’s
prime farmland.

Prime farmland, as defined by the U.S. Department of Agriculture, is land that has
the best combination of physical and chemical characteristics for producing food,
feed, forage, fiber, and oilseed crops and is available for these uses. It could be
cultivated land, pastureland, forestland, or other land, but it is not urban or built-up
land or water areas. The soil quality, growing season, and moisture supply are those
needed for the soil to economically produce sustained high yields of crops when
proper management, including water management, and acceptable farming methods
are applied. In general, prime farmland has an adequate and dependable supply of
moisture from precipitation or irrigation, a favorable temperature and growing season,
acceptable acidity or alkalinity, an acceptable salt and sodium content, and few or no
rocks. The water supply is dependable and of adequate quality. Prime farmland is
permeable to water and air. It is not excessively erodible or saturated with water for
long periods, and it either is not frequently flooded during the growing season or is
protected from flooding. Slope ranges mainly from 0 to 6 percent. More detailed
information about the criteria for prime farmland is available at the local office of the
Natural Resources Conservation Service.

About 19,878 acres in the survey area, or nearly 5 percent of the total acreage,
meets the requirement for prime farmland. Scattered areas of this land are throughout
the county.

A recent trend in land use in some areas has been the loss of some prime
farmland to industrial and urban uses. The loss of prime farmland to other uses puts
pressure on marginal lands, which generally are more erodible, droughty, and less
productive and cannot be easily cultivated.

For some soils identified in the table as prime farmland, measures that overcome a
hazard or limitation, such as flooding, wetness, and droughtiness, are needed. Onsite
evaluation is needed to determine whether or not the hazard or limitation has been
overcome by corrective measures.

In some areas, land that does not meet the criteria for prime or unique farmland is
considered to be farmland of statewide importance for the production of food, feed,
fiber, forage, and oilseed crops. The criteria for defining and delineating farmland of
statewide importance are determined by the appropriate State agencies. Generally,
this land includes areas of soils that nearly meet the requirements for prime farmland
and that economically produce high yields of crops when treated and managed
according to acceptable farming methods. Some areas may produce as high a yield
as prime farmland if conditions are favorable. Farmland of statewide importance may
include tracts of land that have been designated for agriculture by State law.

Landscaping and Gardening

Kenneth M. Rogers, conservation agronomist (retired), Natural Resources Conservation Service,
helped to prepare this section.

The soils in residential areas are used primarily as sites for homes, driveways, and
streets. Remaining areas of each lot are commonly used for lawns, which enhance
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the appearance of the homes; as gardens for vegetables or flowers and shrubs; as
orchards for fruits (fig. 6) and nuts; for recreational uses; as habitat for animals and
birds; for trees, which provide shade and promote energy conservation; for vegetation
and structures designed to abate noise, enhance privacy, and provide protection from
the wind; and for septic tank absorption fields. Because the outdoor areas are used
for several purposes, careful planning and a good understanding of the soils are
important.

This section contains general soil-related information for landscaping and
gardening. Other information may be obtained from the local office of the Cooperative
Extension System, the Natural Resources Conservation Service, or private
businesses that provide landscaping and related services. The amount of soil
information needed for use in some areas is beyond the scope of this soil survey and
requires more detail than that provided at the map scale used. Onsite investigation is
needed in these areas.

Most of the soils in the residential areas in Coosa County have been disturbed to
some degree during construction of houses, streets, driveways, and utility service.
The construction involved cutting and filling, grading, and excavating. As a result, soil
properties are more variable and less predictable than in undisturbed areas. Onsite
examination is necessary in planning land use in disturbed areas.

Soils that have had the surface layer removed during grading and that are clayey
or have dense layers in the subsoil are some of the poorest soils for plant growth.
Tallapoosa and Louisa soils are among the most poorly suited to plant growth. The
surface layer of these soils was removed during grading, which exposed a dense, firm
subsoil that restricts root penetration, absorbs little rainfall, and causes excessive
runoff. Incorporating organic matter into the soil improves tilth, increases the rate of
water infiltration, and provides a more desirable rooting medium. Areas that are

Figure 6.—Blueberries in an area of Madison fine sandy loam, 6 to 15 percent slopes, moderately
eroded.
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subject to intensive foot traffic should be covered with gravel or a mulch, such as pine
bark or wood chips.

Some soils, such as Wehadkee and other soils, are wet. The wetness limits the
selection of plants to those that are tolerant of a high moisture content in the soil.
Several methods can be used to minimize the effects of the wetness. In the more
permeable soils, wetness can be reduced by underground tile drains, which lower the
water table.

Some soils, such as Chewacla and Toccoa soils, are on flood plains. Most plants
used for gardening and landscaping can be grown on these soils, but consideration
should be given to the effects of floodwater. Surface drainage is a management
concern because urban uses commonly result in increased rates of surface runoff,
which increase the frequency and severity of flooding. Advice and assistance
regarding drainage problems can be obtained from the Natural Resources
Conservation Service, municipal and county engineering departments, and private
engineering companies.

A limited depth to bedrock and rock fragments in the soil limit the kinds of plants
that can be grown. Cutting and filing sometimes expose the bedrock and restrict the
root zone. In areas of Tallapoosa soils, which are naturally shallow over bedrock,
removal of any soil material decreases the depth of the root zone.

Some soils, such as Louisburg and Wilkes soils, have many rock fragments on the
surface. The content of these fragments may increase as the depth increases. As the
content of rock fragments increases, root growth is restricted and the available water
capacity is reduced. In many disturbed areas, broken concrete, brick, and other
debris are buried under soil material. In these areas, the soil generally is too shallow
or has properties that are too poor to support many plants. Applications of topsoil
generally are needed to provide an adequate rooting medium for plants, especially in
areas used for landscape and gardening.

Natural fertility is low in most soils in Coosa County. Most of the soils are strongly
acid or very strongly acid. The original surface layer contains the best nutrients and
has the most favorable pH level for most plants. In many areas, the fertility of the soll
can be improved by applications of lime and fertilizer. If the surface layer is removed
during construction, the remaining soil is very acid and extremely low in available
plant nutrients. Also, many nutrients are unavailable for plant growth in acid soil
conditions. Disturbed soils generally need much larger amounts of lime and fertilizer,
which should be applied according to the results of soil tests and the type of plants
grown. Information on sampling for soil testing can be obtained from the Cooperative
Extension System, the Natural Resources Conservation Service, and local nurseries.

In the following paragraphs, some of the plants that are used in landscaping and
gardening and some management relationships between the plants and the soils are
described. Information in this section should be supplemented by consultations with
specialists at the Cooperative Extension System, the Natural Resources
Conservation Service, or private landscaping and gardening businesses.

The grasses used for landscaping in Coosa County are mainly vegetatively
propagated species, such as zoysiagrass, hybrid bermudagrass, and centipede
grass, and seeded species, such as fescue, common bermudagrass, and centipede
grass. The grasses commonly used for short-term cover include ryegrass, rye, wheat,
sudangrass, and millet.

The vegetatively propagated plants are usually planted as sprigs, plugs, or sod.
Additions of top soil may be needed before planting in some areas. Also, lime and
fertilizer should be applied and incorporated into the soil. The plants should be placed
in close contact with the soil, and the plantings should be watered to ensure the
establishment of the root system. Centipede grass and certain strains of zoysiagrass
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are moderately shade tolerant; however, zoysiagrass normally requires more
maintenance than centipede grass. The strains of hybrid bermudagrass are fast
growing, but they are not as tolerant of shade as centipede grass or zoysiagrass.

Common perennial grasses that are established by seeding include fine leaf fescue
for cool season lawns and common bermudagrass or centipede grass for warm season
lawns. Lime and fertilizer should be applied and incorporated into the soil before
seeding. Proper planting depth is important when grasses are established from seed.

Short-term vegetative cover is used to protect the soil at construction sites or to
provide cover between the planting seasons of the desired grass species. The most
commonly used grasses for short-term cover are ryegrass for cool seasons and
sudangrass or millet for warm seasons. These species are annuals and die after the
growing season. Periodic applications of lime and fertilizer are needed on all types of
grasses. The kinds and amounts of lime and fertilizer to apply should be based on the
results of soil tests.

Vines can be used to provide vegetative cover in moderately shaded areas and in
steep areas that cannot be mowed. Ground ivy and periwinkle can be used for
ground cover in these areas and in areas of rock outcrop or on walls and fences. All
of these plants are propagated vegetatively, usually from potted plants or sprigs.

Mulches can be used for ground cover in areas where traffic is too heavy for grass
cover, in areas where shrubs and flowers are used and additional ground cover is
desired, and in densely shaded areas. Mulches provide effective ground cover. They
also provide immediate cover for erosion control in areas where live vegetation is not
desired. Effective mulches include pine straw, small-grain straw, hay, composted
grass clippings, wood chips, pine bark, gravel, and several manufactured materials.
The type of mulch to use depends to some extent on the hazard of erosion. Mulches
also can be used to conserve soil moisture and to control weeds around trees,
shrubs, and flowers.

Shrubs are used primarily to enhance the appearance of homesites. They also can
be used to control traffic. They can be effective in dissipating the energy from raindrops
and from runoff from roofs. Most native and adapted species add variety to residential
settings. The effects of acidity and fertility levels vary greatly between shrub types.

Vegetable and flower gardens are important to many individuals and businesses.
However, the soils in areas where homes and businesses are established may not be
suited to vegetables and flowers. Soils that have been disturbed by construction may
not be productive unless topsoil is applied. Soils that have a slope of more than 8
percent have poor potential for vegetable gardening because of the hazard of erosion
if the soils are tilled. Generally, steeper soils have a thinner surface layer. Flower
gardening is possible in steeper areas, however, if mulches are used to help control
erosion. Incorporating composted tree leaves and grass clippings into the soil
improves fertility, tilth, and moisture content. Additional information regarding
vegetable crops is included under the heading “Crops and Pasture.”

Most garden plants grow best in soils that have a pH level between 5.5 and 6.5
and that have a high fertility level. Applying too much fertilizer or using fertilizers with
the wrong combination of plant nutrients can be avoided by soil testing, which is the
only effective method of determining the amount and kind of fertilizer that should be
applied. Information regarding soil testing can be obtained from the local office of the
Cooperative Extension System, the Natural Resources Conservation Service, or from
a retail fertilizer business.

Trees are important in the landscaping of homesites. Information regarding the
relationships between soils and trees is available in the section “Forestland
Productivity and Management.” Special assistance regarding urban forestry can be
obtained from the Alabama Forestry Commission.
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Forestland Productivity and Management

The tables described in this section can help forest owners or managers plan the
use of soils for wood crops. They show the potential productivity of the soils for wood
crops and rate the soils according to the limitations that affect various aspects of
forestland management.

Forestland Productivity

In table 7, the potential productivity of merchantable or common trees on a soil is
expressed as a site index and as a volume number. The site index is the average
height, in feet, that dominant and codominant trees of a given species attain in a
specified number of years. The site index applies to fully stocked, even-aged,
unmanaged stands. Commonly grown trees are those that forest managers generally
favor in intermediate or improvement cuttings. They are selected on the basis of
growth rate, quality, value, and marketability. More detailed information regarding site
index is available in the “National Forestry Manual,” which is available in local offices
of the Natural Resources Conservation Service or on the Internet.

The volume of wood fiber, a number, is the yield likely to be produced by the most
important tree species. This number, expressed as cubic feet per acre per year and
calculated at the age of culmination of the mean annual increment (CMAI), indicates
the amount of fiber produced in a fully stocked, even-aged, unmanaged stand.

Trees to manage are those that are preferred for planting, seeding, or natural
regeneration and those that remain in the stand after thinning or partial harvest.

Forestland Management

In tables 8a and 8b, interpretive ratings are given for various aspects of forestland
management. The ratings are both verbal and numerical.

Some rating class terms indicate the degree to which the soils are suited to a
specified aspect of forestland management. Well suited indicates that the soil has
features that are favorable for the specified management aspect and has no
limitations. Good performance can be expected, and little or no maintenance is
needed. Moderately suited indicates that the soil has features that are moderately
favorable for the specified management aspect. One or more soil properties are less
than desirable, and fair performance can be expected. Some maintenance is needed.
Poorly suited indicates that the soil has one or more properties that are unfavorable
for the specified management aspect. Overcoming the unfavorable properties
requires special design, extra maintenance, and costly alteration. Unsuited indicates
that the expected performance of the soil is unacceptable for the specified
management aspect or that extreme measures are needed to overcome the
undesirable soil properties.

Numerical ratings in the tables indicate the severity of individual limitations. The
ratings are shown as decimal fractions ranging from 0.01 to 1.00. They indicate
gradations between the point at which a soil feature has the greatest negative impact
on the specified aspect of forestland management (1.00) and the point at which the
soil feature is not a limitation (0.00).

Rating class terms for seedling mortality are expressed as low, moderate, and
high. Where these terms are used, the numerical ratings indicate gradations between
the point at which the potential for seedling mortality is highest (1.00) and the point at
which the potential is lowest (0.00).
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The paragraphs that follow indicate the soil properties considered in rating the
soils. More detailed information about the criteria used in the ratings is available in the
“National Forestry Manual,” which is available in local offices of the Natural Resources
Conservation Service or on the Internet.

For limitations affecting construction of haul roads and log landings, the ratings are
based on slope, flooding, permafrost, plasticity index, the hazard of soil slippage,
content of sand, the Unified classification, rock fragments on or below the surface,
depth to a restrictive layer that is indurated, depth to a water table, and ponding. The
limitations are described as slight, moderate, or severe. A rating of slight indicates
that no significant limitations affect construction activities, moderate indicates that
one or more limitations can cause some difficulty in construction, and severe
indicates that one or more limitations can make construction very difficult or very
costly.

Ratings in the column soil rutting hazard are based on depth to a water table, rock
fragments on or below the surface, the Unified classification, depth to a restrictive
layer, and slope. Ruts form as a result of the operation of forest equipment. The
hazard is described as slight, moderate, or severe. A rating of slight indicates that the
soil is subject to little or no rutting, moderate indicates that rutting is likely, and severe
indicates that ruts form readily.

Ratings in the column hazard of erosion on roads and trails are based on the soil
erosion factor K, slope, and content of rock fragments. The ratings apply to
unsurfaced roads and trails. The hazard is described as slight, moderate, or severe. A
rating of slight indicates that little or no erosion is likely; moderate indicates that some
erosion is likely, that the roads or trails may require occasional maintenance, and that
simple erosion-control measures are needed; and severe indicates that significant
erosion is expected, that the roads or trails require frequent maintenance, and that
costly erosion-control measures are needed.

Ratings in the column suitability for roads (natural surface) are based on slope,
rock fragments on the surface, plasticity index, content of sand, the Unified
classification, depth to a water table, ponding, flooding, and the hazard of soil
slippage. The ratings indicate the suitability for using the natural surface of the soil for
roads. The soils are described as well suited, moderately suited, or poorly suited to
this use.

Ratings in the column suitability for mechanical planting are based on slope, depth
to a restrictive layer, content of sand, plasticity index, rock fragments on or below the
surface, depth to a water table, and ponding. The soils are described as well suited,
moderately suited, poorly suited, or unsuited to these methods of planting. It is
assumed that necessary site preparation is completed before seedlings are planted.

Ratings in the column suitability for mechanical site preparation (surface) are
based on slope, depth to a restrictive layer, plasticity index, rock fragments on or
below the surface, depth to a water table, and ponding. The soils are described as
well suited, poorly suited, or unsuited to this management activity. The part of the soil
from the surface to a depth of about 1 foot is considered in the ratings.

Ratings in the column suitability for mechanical site preparation (deep) are based
on slope, depth to a restrictive layer, rock fragments on or below the surface, depth to
a water table, and ponding. The soils are described as well suited, poorly suited, or
unsuited to this management activity. The part of the soil from the surface to a depth
of about 3 feet is considered in the ratings.

Ratings in the column potential for seedling mortality are based on flooding,
ponding, depth to a water table, content of lime, reaction, salinity, available water
capacity, soil moisture regime, soil temperature regime, aspect, and slope. The soils
are described as having a low, moderate, or high potential for seedling mortality.
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Recreational Development

The soils of the survey area are rated in tables 9a and 9b according to limitations
that affect their suitability for recreational development. The ratings are both verbal
and numerical. Rating class terms indicate the extent to which the soils are limited by
all of the soil features that affect the recreational uses. Not limited indicates that the
soil has features that are very favorable for the specified use. Good performance and
very low maintenance can be expected. Somewhat limited indicates that the soil has
features that are moderately favorable for the specified use. The limitations can be
overcome or minimized by special planning, design, or installation. Fair performance
and moderate maintenance can be expected. Very limited indicates that the soil has
one or more features that are unfavorable for the specified use. The limitations
generally cannot be overcome without major soil reclamation, special design, or
expensive installation procedures. Poor performance and high maintenance can be
expected.

Numerical ratings in the tables indicate the severity of individual limitations. The
ratings are shown as decimal fractions ranging from 0.01 to 1.00. They indicate
gradations between the point at which a soil feature has the greatest negative impact
on the use (1.00) and the point at which the soil feature is not a limitation (0.00).

The ratings in the tables are based on restrictive soil features, such as wetness,
slope, and texture of the surface layer. Susceptibility to flooding is considered. Not
considered in the ratings, but important in evaluating a site, are the location and
accessibility of the area, the size and shape of the area and its scenic quality,
vegetation, access to water, potential water impoundment sites, and access to public
sewer lines. The capacity of the soil to absorb septic tank effluent and the ability of
the soil to support vegetation also are important. Soils that are subject to flooding are
limited for recreational uses by the duration and intensity of flooding and the season
when flooding occurs. In planning recreational facilities, onsite assessment of the
height, duration, intensity, and frequency of flooding is essential.

The information in these tables can be supplemented by other information in this
survey, for example, interpretations for dwellings without basements, for local roads
and streets, and for septic tank absorption fields.

Camp areas require site preparation, such as shaping and leveling the tent and
parking areas, stabilizing roads and intensively used areas, and installing sanitary
facilities and utility lines. Camp areas are subject to heavy foot traffic and some
vehicular traffic. The ratings are based on the soil properties that affect the ease of
developing camp areas and the performance of the areas after development. Slope,
stoniness, and depth to bedrock or a cemented pan are the main concerns affecting
the development of camp areas. The soil properties that affect the performance of the
areas after development are those that influence trafficability and promote the growth
of vegetation, especially in heavily used areas. For good trafficability, the surface of
camp areas should absorb rainfall readily, remain firm under heavy foot traffic, and
not be dusty when dry. The soil properties that influence trafficability are texture of the
surface layer, depth to a water table, ponding, flooding, saturated hydraulic
conductivity (Ksat), and large stones. The soil properties that affect the growth of
plants are depth to bedrock or a cemented pan, saturated hydraulic conductivity
(Ksat), and toxic substances in the soil.

Picnic areas are subject to heavy foot traffic. Most vehicular traffic is confined to
access roads and parking areas. The ratings are based on the soil properties that
affect the ease of developing picnic areas and that influence trafficability and the
growth of vegetation after development. Slope and stoniness are the main concerns
affecting the development of picnic areas. For good trafficability, the surface of picnic
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areas should absorb rainfall readily, remain firm under heavy foot traffic, and not be
dusty when dry. The soil properties that influence trafficability are texture of the
surface layer, depth to a water table, ponding, flooding, saturated hydraulic
conductivity (Ksat), and large stones. The soil properties that affect the growth of
plants are depth to bedrock or a cemented pan, saturated hydraulic conductivity
(Ksat), and toxic substances in the soil.

Playgrounds require soils that are nearly level, are free of stones, and can
withstand intensive foot traffic. The ratings are based on the soil properties that affect
the ease of developing playgrounds and that influence trafficability and the growth of
vegetation after development. Slope and stoniness are the main concerns affecting
the development of playgrounds. For good trafficability, the surface of the playgrounds
should absorb rainfall readily, remain firm under heavy foot traffic, and not be dusty
when dry. The soil properties that influence trafficability are texture of the surface
layer, depth to a water table, ponding, flooding, saturated hydraulic conductivity
(Ksat), and large stones. The soil properties that affect the growth of plants are depth
to bedrock or a cemented pan, saturated hydraulic conductivity (Ksat), and toxic
substances in the soil.

Paths and trails for hiking and horseback riding should require little or no slope
modification through cutting and filling. The ratings are based on the soil properties
that affect trafficability and erodibility. These properties are stoniness, depth to a
water table, ponding, flooding, slope, and texture of the surface layer.

Off-road motorcycle trails require little or no site preparation. They are not covered
with surfacing material or vegetation. Considerable compaction of the soil material is
likely. The ratings are based on the soil properties that influence erodibility,
trafficability, dustiness, and the ease of revegetation. These properties are stoniness,
slope, depth to a water table, ponding, flooding, and texture of the surface layer.

Golf fairways are subject to heavy foot traffic and some light vehicular traffic.
Cutting or filling may be required. Irrigation is not considered in the ratings. The
ratings are based on the soil properties that affect plant growth and trafficability after
vegetation is established. The properties that affect plant growth are reaction; depth
to a water table; ponding; depth to bedrock or a cemented pan; the available water
capacity in the upper 40 inches; the content of salts, sodium, or calcium carbonate;
and sulfidic materials. The properties that affect trafficability are flooding, depth to a
water table, ponding, slope, stoniness, and the amount of sand, clay, or organic
matter in the surface layer. The suitability of the soil for traps, tees, roughs, and
greens is not considered in the ratings.

Wildlife Habitat

Soils affect the kind and amount of vegetation that is available to wildlife as food
and cover. They also affect the construction of water impoundments. The kind and
abundance of wildlife depend largely on the amount and distribution of food, cover,
and water. Wildlife habitat can be created or improved by planting appropriate
vegetation, by maintaining the existing plant cover, or by promoting the natural
establishment of desirable plants.

In table 10, the soils in the survey area are rated according to their potential for
providing habitat for various kinds of wildlife. This information can be used in planning
parks, wildlife refuges, nature study areas, and other developments for wildlife; in
selecting soils that are suitable for establishing, improving, or maintaining specific
elements of wildlife habitat; and in determining the intensity of management needed
for each element of the habitat.

The potential of the soil is rated good, fair, poor, or very poor. A rating of good
indicates that the element or kind of habitat is easily established, improved, or
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maintained. Few or no limitations affect management, and satisfactory results can be
expected. A rating of fair indicates that the element or kind of habitat can be
established, improved, or maintained in most places. Moderately intensive
management is required for satisfactory results. A rating of poor indicates that
limitations are severe for the designated element or kind of habitat. Habitat can be
created, improved, or maintained in most places, but management is difficult and
must be intensive. A rating of very poor indicates that restrictions for the element or
kind of habitat are very severe and that unsatisfactory results can be expected.
Creating, improving, or maintaining habitat is impractical or impossible.

The elements of wildlife habitat are described in the following paragraphs.

Grain and seed crops are domestic grains and seed-producing herbaceous plants.
Soil properties and features that affect the growth of grain and seed crops are depth
of the root zone, texture of the surface layer, available water capacity, wetness, slope,
surface stoniness, and flooding. Soil temperature and soil moisture also are
considerations. Examples of grain and seed crops are corn, wheat, oats, and barley.

Grasses and legumes are domestic perennial grasses and herbaceous legumes.
Soil properties and features that affect the growth of grasses and legumes are depth
of the root zone, texture of the surface layer, available water capacity, wetness,
surface stoniness, flooding, and slope. Soil temperature and soil moisture also are
considerations. Examples of grasses and legumes are fescue, lovegrass,
bromegrass, clover, and alfalfa.

Wild herbaceous plants are native or naturally established grasses and forbs,
including weeds. Soil properties and features that affect the growth of these plants
are depth of the root zone, texture of the surface layer, available water capacity,
wetness, surface stoniness, and flooding. Soil temperature and soil moisture also are
considerations. Examples of wild herbaceous plants are bluestem, goldenrod,
beggarweed, wheatgrass, and grama.

Hardwood trees and woody understory produce nuts or other fruit, buds, catkins,
twigs, bark, and foliage. Soil properties and features that affect the growth of
hardwood trees and shrubs are depth of the root zone, available water capacity, and
wetness. Examples of these plants are oak, poplar, cherry, sweetgum, hawthorn,
dogwood, hickory, blackberry, and blueberry. Examples of fruit-producing shrubs that
are suitable for planting on soils rated good are Russian olive, autumn olive, and
crabapple.

Coniferous plants furnish browse and seeds. Soil properties and features that
affect the growth of coniferous trees, shrubs, and ground cover are depth of the root
zone, available water capacity, and wetness. Examples of coniferous plants are pine,
spruce, fir, cedar, and juniper.

Shrubs are bushy woody plants that produce fruit, buds, twigs, bark, and foliage.
Soil properties and features that affect the growth of shrubs are depth of the root
zone, available water capacity, salinity, and soil moisture. Examples of shrubs are
mountain mahogany, bitterbrush, snowberry, big sagebrush, and native azalea (fig. 7).

Wetland plants are annual and perennial wild herbaceous plants that grow on
moist or wet sites. Submerged or floating aquatic plants are excluded. Soil properties
and features affecting wetland plants are texture of the surface layer, wetness,
reaction, salinity, slope, and surface stoniness. Examples of wetland plants are
smartweed, wild millet, wildrice, saltgrass, cordgrass, rushes, sedges, and reeds.

Shallow water areas have an average depth of less than 5 feet. Some are naturally
wet areas. Others are created by dams, levees, or other water-control structures. Soll
properties and features affecting shallow water areas are depth to bedrock, wetness,
surface stoniness, slope, and saturated hydraulic conductivity (Ksat). Examples of
shallow water areas are marshes, waterfowl feeding areas, and ponds.
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Figure 7.—Native azaleas blooming in late March in an area of Madison-Louisa complex, 15 to 30
percent slopes, moderately eroded.

The habitat for various kinds of wildlife is described in the following paragraphs.

Habitat for openland wildlife consists of cropland, pasture, meadows, and areas
that are overgrown with grasses, herbs, shrubs, and vines. These areas produce
grain and seed crops, grasses and legumes, and wild herbaceous plants. Wildlife
attracted to these areas include bobwhite quail, pheasant, meadowlark, field sparrow,
cottontail, and red fox.

Habitat for woodland wildlife consists of areas of deciduous and/or coniferous
plants and associated grasses, legumes, and wild herbaceous plants. Prescribed
burning (fig. 8) is very important for reducing the hazard of wildfires in established
stands of timber and for promoting the growth of grasses and forbs that provide food
or cover for a diversity of wildlife. Wildlife attracted to these areas include wild turkey,
ruffed grouse, woodcock, thrushes, woodpeckers, squirrels, gray fox, raccoon, deer,
and bear.

Habitat for wetland wildlife consists of open, marshy or swampy shallow water
areas. Some of the wildlife attracted to such areas are ducks, geese, herons, shore
birds, muskrat, mink, and beaver.
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Figure 8.—Prescribed burning in an area of Madison-Louisa complex, 15 to 30 percent slopes, in a
wildlife management area in the western part of Coosa County. This practice eliminates
unwanted plant species and reduces the amount of organic matter, such as leaf litter, on the
surface. This reduces the fuel for natural fires, which may be hard to contain in times of
drought, and encourages the growth of grasses and forbs that provide food and cover for
wildlife.

Hydric Soils

Table 11 lists the map unit components that are rated as hydric soils in the survey
area. This list can help in planning land uses; however, onsite investigation is
recommended to determine the hydric soils on a specific site (National Research
Council, 1995; Hurt and others, 2002).

The three essential characteristics of wetlands are hydrophytic vegetation, hydric
soils, and wetland hydrology (Cowardin and others, 1979; U.S. Army Corps of
Engineers, 1987; National Research Council, 1995; Tiner, 1985). Criteria for all of the
characteristics must be met for areas to be identified as wetlands. Undrained hydric
soils that have natural vegetation should support a dominant population of ecological
wetland plant species. Hydric soils that have been converted to other uses should be
capable of being restored to wetlands.

Hydric soils are defined by the National Technical Committee for Hydric Soils
(NTCHS) as soils that formed under conditions of saturation, flooding, or ponding
long enough during the growing season to develop anaerobic conditions in the upper
part (Federal Register, 1994). These soils, under natural conditions, are either
saturated or inundated long enough during the growing season to support the growth
and reproduction of hydrophytic vegetation.

The NTCHS definition identifies general soil properties that are associated with
wetness. In order to determine whether a specific soil is a hydric soil or nonhydric
soil, however, more specific information, such as information about the depth and
duration of the water table, is needed. Thus, criteria that identify those estimated soll
properties unique to hydric soils have been established (Federal Register, 2002).
These criteria are used to identify map unit components that normally are associated
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with wetlands. The criteria used are selected estimated soil properties that are
described in “Soil Taxonomy” (Soil Survey Staff, 1999) and “Keys to Soil Taxonomy”
(Soil Survey Staff, 2006) and in the “Soil Survey Manual’ (Soil Survey Division Staff,
1993).

If soils are wet enough for a long enough period of time to be considered hydric,
they should exhibit certain properties that can be easily observed in the field. These
visible properties are indicators of hydric soils. The indicators used to make onsite
determinations of hydric soils are specified in “Field Indicators of Hydric Soils in the
United States” (Hurt and others, 2002).

Hydric soils are identified by examining and describing the soil to a depth of about
20 inches. This depth may be greater if determination of an appropriate indicator so
requires. It is always recommended that soils be excavated and described to the
depth necessary for an understanding of the redoximorphic processes. Then, using
the completed soil descriptions, soil scientists can compare the soil features required
by each indicator and specify which indicators have been matched with the conditions
observed in the soil. The soil can be identified as a hydric soil if at least one of the
approved indicators is present.

Map units that are dominantly made up of hydric soils may have small areas, or
inclusions, of nonhydric soils in the higher positions on the landform, and map units
dominantly made up of nonhydric soils may have inclusions of hydric soils in the
lower positions on the landform.

The criteria for hydric soils are represented by codes in the table (for example,
2B3). Definitions for the codes are as follows:

1. All Histels except for Folistels, and Histosols except for Folists.

Soils in Aquic suborders, great groups, or subgroups, Albolls suborder,
Historthels great group, Histoturbels great group, Pachic subgroups, or
Cumulic subgroups that:

A. are somewhat poorly drained and have a water table at the surface (0.0 feet)
during the growing season, or

B. are poorly drained or very poorly drained and have either:

1) a water table at the surface (0.0 feet) during the growing season if textures
are coarse sand, sand, or fine sand in all layers within a depth of 20 inches, or
2) a water table at a depth of 0.5 foot or less during the growing season if
saturated hydraulic conductivity (Ksat) is equal to or greater than 6.0 in/hr in all
layers within a depth of 20 inches, or
3) a water table at a depth of 1.0 foot or less during the growing season if
saturated hydraulic conductivity (Ksat) is less than 6.0 in/hr in any layer within
a depth of 20 inches.

3. Soils that are frequently ponded for long or very long duration during the growing

season.
4. Soils that are frequently flooded for long or very long duration during the growing
season.
Engineering

This section provides information for planning land uses related to urban
development and to water management. Soils are rated for various uses, and the
most limiting features are identified. Ratings are given for building site development,
sanitary facilities, construction materials, and water management. The ratings are
based on observed performance of the soils and on the data in the tables described
under the heading “Soil Properties.”

Information in this section is intended for land use planning, for evaluating land use
alternatives, and for planning site investigations prior to design and construction. The
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information, however, has limitations. For example, estimates and other data
generally apply only to that part of the soil between the surface and a depth of 5 to 7
feet. Because of the map scale, small areas of different soils may be included within
the mapped areas of a specific soil.

The information is not site specific and does not eliminate the need for onsite
investigation of the soils or for testing and analysis by personnel experienced in the
design and construction of engineering works.

Government ordinances and regulations that restrict certain land uses or impose
specific design criteria were not considered in preparing the information in this
section. Local ordinances and regulations should be considered in planning, in site
selection, and in design.

Soil properties, site features, and observed performance were considered in
determining the ratings in this section. During the fieldwork for this soil survey,
determinations were made about particle-size distribution, liquid limit, plasticity index,
soil reaction, depth to bedrock, hardness of bedrock within 5 to 7 feet of the surface,
soil wetness, depth to a water table, ponding, slope, likelihood of flooding, natural soil
structure aggregation, and soil density. Data were collected about kinds of clay
minerals, mineralogy of the sand and silt fractions, and the kinds of adsorbed cations.
Estimates were made for erodibility, saturated hydraulic conductivity (Ksat),
corrosivity, shrink-swell potential, available water capacity, and other behavioral
characteristics affecting engineering uses.

This information can be used to evaluate the potential of areas for residential,
commercial, industrial, and recreational uses; make preliminary estimates of
construction conditions; evaluate alternative routes for roads, streets, highways,
pipelines, and underground cables; evaluate alternative sites for sanitary landfills,
septic tank absorption fields, and sewage lagoons; plan detailed onsite investigations
of soils and geology; locate potential sources of gravel, sand, reclamation material,
roadfill, and topsoil; plan structures for water management; and predict performance
of proposed small structures and pavements by comparing the performance of
existing similar structures on the same or similar soils.

The information in the tables, along with the soil maps, the soil descriptions, and
other data provided in this survey, can be used to make additional interpretations.

Some of the terms used in this soil survey have a special meaning in soil science
and are defined in the Glossary.

Building Site Development

Soil properties influence the development of building sites, including the selection
of the site, the design of the structure, construction, performance after construction,
and maintenance. Tables 12a and 12b show the degree and kind of soil limitations
that affect dwellings with and without basements, small commercial buildings, local
roads and streets, shallow excavations, and lawns and landscaping.

The ratings in the tables are both verbal and numerical. Rating class terms indicate
the extent to which the soils are limited by all of the soil features that affect building
site development. Not limited indicates that the soil has features that are very
favorable for the specified use. Good performance and very low maintenance can be
expected. Somewhat limited indicates that the soil has features that are moderately
favorable for the specified use. The limitations can be overcome or minimized by
special planning, design, or installation. Fair performance and moderate maintenance
can be expected. Very limited indicates that the soil has one or more features that are
unfavorable for the specified use. The limitations generally cannot be overcome
without major soil reclamation, special design, or expensive installation procedures.
Poor performance and high maintenance can be expected.
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Numerical ratings in the tables indicate the severity of individual limitations. The
ratings are shown as decimal fractions ranging from 0.01 to 1.00. They indicate
gradations between the point at which a soil feature has the greatest negative impact
on the use (1.00) and the point at which the soil feature is not a limitation (0.00).

Dwellings are single-family houses of three stories or less. For dwellings without
basements, the foundation is assumed to consist of spread footings of reinforced
concrete built on undisturbed soil at a depth of 2 feet or at the depth of maximum frost
penetration, whichever is deeper. For dwellings with basements, the foundation is
assumed to consist of spread footings of reinforced concrete built on undisturbed soil
at a depth of about 7 feet. The ratings for dwellings are based on the soil properties
that affect the capacity of the soil to support a load without movement and on the
properties that affect excavation and construction costs. The properties that affect the
load-supporting capacity include depth to a water table, ponding, flooding,
subsidence, linear extensibility (shrink-swell potential), and compressibility.
Compressibility is inferred from the Unified classification. The properties that affect
the ease and amount of excavation include depth to a water table, ponding, flooding,
slope, depth to bedrock or a cemented pan, hardness of bedrock or a cemented pan,
and the amount and size of rock fragments.

Small commercial buildings are structures that are less than three stories high and
do not have basements. The foundation is assumed to consist of spread footings of
reinforced concrete built on undisturbed soil at a depth of 2 feet or at the depth of
maximum frost penetration, whichever is deeper. The ratings are based on the soil
properties that affect the capacity of the soil to support a load without movement and
on the properties that affect excavation and construction costs. The properties that
affect the load-supporting capacity include depth to a water table, ponding, flooding,
subsidence, linear extensibility (shrink-swell potential), and compressibility (which is
inferred from the Unified classification). The properties that affect the ease and
amount of excavation include flooding, depth to a water table, ponding, slope, depth
to bedrock or a cemented pan, hardness of bedrock or a cemented pan, and the
amount and size of rock fragments.

Local roads and streets have an all-weather surface and carry automobile and light
truck traffic all year. They have a subgrade of cut or fill soil material; a base of gravel,
crushed rock, or soil material stabilized by lime or cement; and a surface of flexible
material (asphalt), rigid material (concrete), or gravel with a binder. The ratings are
based on the soil properties that affect the ease of excavation and grading and the
traffic-supporting capacity. The properties that affect the ease of excavation and
grading are depth to bedrock or a cemented pan, hardness of bedrock or a cemented
pan, depth to a water table, ponding, flooding, the amount of large stones, and slope.
The properties that affect the traffic-supporting capacity are soil strength (as inferred
from the AASHTO group index number), subsidence, linear extensibility (shrink-swell
potential), the potential for frost action, depth to a water table, and ponding.

Shallow excavations are trenches or holes dug to a maximum depth of 5 or 6 feet
for graves, utility lines, open ditches, or other purposes. The ratings are based on the
soil properties that influence the ease of digging and the resistance to sloughing.
Depth to bedrock or a cemented pan, hardness of bedrock or a cemented pan, the
amount of large stones, and dense layers influence the ease of digging, filling, and
compacting. Depth to the seasonal high water table, flooding, and ponding may
restrict the period when excavations can be made. Slope influences the ease of using
machinery. Soil texture, depth to the water table, and linear extensibility (shrink-swell
potential) influence the resistance to sloughing.

Lawns and landscaping require soils on which turf and ornamental trees and
shrubs can be established and maintained. Irrigation is not considered in the ratings.
The ratings are based on the soil properties that affect plant growth and trafficability
after vegetation is established. The properties that affect plant growth are reaction;
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depth to a water table; ponding; depth to bedrock or a cemented pan; the available
water capacity in the upper 40 inches; the content of salts, sodium, or calcium
carbonate; and sulfidic materials. The properties that affect trafficability are flooding,
depth to a water table, ponding, slope, stoniness, and the amount of sand, clay, or
organic matter in the surface layer.

Sanitary Facilities

Tables 13a and 13b show the degree and kind of soil limitations that affect septic
tank absorption fields, sewage lagoons, sanitary landfills, and daily cover for landfill.
The ratings are both verbal and numerical. Rating class terms indicate the extent to
which the soils are limited by all of the soil features that affect these uses. Not limited
indicates that the soil has features that are very favorable for the specified use. Good
performance and very low maintenance can be expected. Somewhat limited indicates
that the soil has features that are moderately favorable for the specified use. The
limitations can be overcome or minimized by special planning, design, or installation.
Fair performance and moderate maintenance can be expected. Very limited indicates
that the soil has one or more features that are unfavorable for the specified use. The
limitations generally cannot be overcome without major soil reclamation, special
design, or expensive installation procedures. Poor performance and high
maintenance can be expected.

Numerical ratings in the tables indicate the severity of individual limitations. The
ratings are shown as decimal fractions ranging from 0.01 to 1.00. They indicate
gradations between the point at which a soil feature has the greatest negative impact
on the use (1.00) and the point at which the soil feature is not a limitation (0.00).

Septic tank absorption fields are areas in which effluent from a septic tank is
distributed into the soil through subsurface tiles or perforated pipe. Only that part of
the soil between depths of 24 and 72 inches or between a depth of 24 inches and a
restrictive layer is evaluated. The ratings are based on the soil properties that affect
absorption of the effluent, construction and maintenance of the system, and public
health. Saturated hydraulic conductivity (Ksat), depth to a water table, ponding, depth
to bedrock or a cemented pan, and flooding affect absorption of the effluent. Stones
and boulders, ice, and bedrock or a cemented pan interfere with installation.
Subsidence interferes with installation and maintenance. Excessive slope may cause
lateral seepage and surfacing of the effluent in downslope areas.

Some soils are underlain by loose sand and gravel or fractured bedrock at a depth
of less than 4 feet below the distribution lines. In these soils the absorption field may
not adequately filter the effluent, particularly when the system is new. As a result, the
ground water may become contaminated.

Sewage lagoons are shallow ponds constructed to hold sewage while aerobic
bacteria decompose the solid and liquid wastes. Lagoons should have a nearly level
floor surrounded by cut slopes or embankments of compacted soil. Nearly impervious
soil material for the lagoon floor and sides is required to minimize seepage and
contamination of ground water. Considered in the ratings are slope, saturated
hydraulic conductivity (Ksat), depth to a water table, ponding, depth to bedrock or a
cemented pan, flooding, large stones, and content of organic matter.

Saturated hydraulic conductivity (Ksat) is a critical property affecting the suitability
for sewage lagoons. Most porous soils eventually become sealed when they are used
as sites for sewage lagoons. Until sealing occurs, however, the hazard of pollution is
severe. Soils that have a Ksat rate of more than 14 micrometers per second are too
porous for the proper functioning of sewage lagoons. In these soils, seepage of the
effluent can result in contamination of the ground water. Ground-water contamination
is also a hazard if fractured bedrock is within a depth of 40 inches, if the water table is
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high enough to raise the level of sewage in the lagoon, or if floodwater overtops the
lagoon.

A high content of organic matter is detrimental to proper functioning of the lagoon
because it inhibits aerobic activity. Slope, bedrock, and cemented pans can cause
construction problems, and large stones can hinder compaction of the lagoon floor. If
the lagoon is to be uniformly deep throughout, the slope must be gentle enough and
the soil material must be thick enough over bedrock or a cemented pan to make land
smoothing practical.

A trench sanitary landfill is an area where solid waste is placed in successive
layers in an excavated trench. The waste is spread, compacted, and covered daily
with a thin layer of soil excavated at the site. When the trench is full, a final cover of
soil material at least 2 feet thick is placed over the landfill. The ratings in the table are
based on the soil properties that affect the risk of pollution, the ease of excavation,
trafficability, and revegetation. These properties include saturated hydraulic
conductivity (Ksat), depth to bedrock or a cemented pan, depth to a water table,
ponding, slope, flooding, texture, stones and boulders, highly organic layers, soil
reaction, and content of salts and sodium. Unless otherwise stated, the ratings apply
only to that part of the soil within a depth of about 6 feet. For deeper trenches, onsite
investigation may be needed.

Hard, nonrippable bedrock, creviced bedrock, or highly permeable strata in or
directly below the proposed trench bottom can affect the ease of excavation and the
hazard of ground-water pollution. Slope affects construction of the trenches and the
movement of surface water around the landfill. It also affects the construction and
performance of roads in areas of the landfill.

Soil texture and consistence affect the ease with which the trench is dug and the
ease with which the soil can be used as daily or final cover. They determine the
workability of the soil when dry and when wet. Soils that are plastic and sticky when
wet are difficult to excavate, grade, or compact and are difficult to place as a
uniformly thick cover over a layer of refuse.

The soil material used as the final cover for a trench landfill should be suitable for
plants. It should not have excess sodium or salts and should not be too acid. The
surface layer generally has the best workability, the highest content of organic matter,
and the best potential for plants. Material from the surface layer should be stockpiled
for use as the final cover.

In an area sanitary landfill, solid waste is placed in successive layers on the
surface of the soil. The waste is spread, compacted, and covered daily with a thin
layer of soil from a source away from the site. A final cover of soil material at least 2
feet thick is placed over the completed landfill. The ratings in the table are based on
the soil properties that affect trafficability and the risk of pollution. These properties
include flooding, saturated hydraulic conductivity (Ksat), depth to a water table,
ponding, slope, and depth to bedrock or a cemented pan.

Flooding is a serious problem because it can result in pollution in areas
downstream from the landfill. If the downward movement of water through the soil
profile is too rapid or if fractured bedrock, a fractured cemented pan, or the water
table is close to the surface, the leachate can contaminate the water supply. Slope is
a consideration because of the extra grading required to maintain roads in the
steeper areas of the landfill. Also, leachate may flow along the surface of the soils in
the steeper areas and cause difficult seepage problems.

Daily cover for landfill is the soil material that is used to cover compacted solid
waste in an area sanitary landfill. The soil material is obtained offsite, transported to
the landfill, and spread over the waste. The ratings in the table also apply to the final
cover for a landfill. They are based on the soil properties that affect workability, the
ease of digging, and the ease of moving and spreading the material over the refuse
daily during wet and dry periods. These properties include soil texture, depth to a
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water table, ponding, rock fragments, slope, depth to bedrock or a cemented pan,
reaction, and content of salts, sodium, or lime.

Loamy or silty soils that are free of large stones and excess gravel are the best
cover for a landfill. Clayey soils may be sticky and difficult to spread; sandy soils are
subject to wind erosion.

Slope affects the ease of excavation and of moving the cover material. Also, it can
influence runoff, erosion, and reclamation of the borrow area.

After soil material has been removed, the soil material remaining in the borrow
area must be thick enough over bedrock, a cemented pan, or the water table to
permit revegetation. The soil material used as the final cover for a landfill should be
suitable for plants. It should not have excess sodium, salts, or lime and should not be
too acid.

Construction Materials

Tables 14a and 14b give information about the soils as potential sources of gravel,
sand, reclamation material, roadfill, and topsoil. Normal compaction, minor
processing, and other standard construction practices are assumed.

Gravel and sand are natural aggregates suitable for commercial use with a
minimum of processing. They are used in many kinds of construction. Specifications
for each use vary widely. In table 14a, only the likelihood of finding material in suitable
quantity is evaluated. The suitability of the material for specific purposes is not
evaluated, nor are factors that affect excavation of the material. The properties used
to evaluate the soil as a source of sand or gravel are gradation of grain sizes (as
indicated by the Unified classification of the soil), the thickness of suitable material,
and the content of rock fragments. If the bottom layer of the soil contains sand or
gravel, the soil is considered a likely source regardless of thickness. The assumption
is that the sand or gravel layer below the depth of observation exceeds the minimum
thickness.

The soils are rated good, fair, or poor as potential sources of sand and gravel. A
rating of good or fair means that the source material is likely to be in or below the soil.
The bottom layer and the thickest layer of the soils are assigned numerical ratings.
These ratings indicate the likelihood that the layer is a source of sand or gravel. The
number 0.00 indicates that the layer is a poor source. The number 1.00 indicates that
the layer is a good source. A number between 0.00 and 1.00 indicates the degree to
which the layer is a likely source.

In table 14b, the rating class terms are good, fair, and poor. The features that limit
the soils as sources of these materials are specified in the tables. The numerical
ratings given after the specified features indicate the degree to which the features
limit the soils as sources of reclamation material, roadfill, and topsoil. The lower the
number, the greater the limitation.

Reclamation material is used in areas that have been drastically disturbed by
surface mining or similar activities. When these areas are reclaimed, layers of soil
material or unconsolidated geological material, or both, are replaced in a vertical
sequence. The reconstructed soil favors plant growth. The ratings in the table do not
apply to quarries and other mined areas that require an offsite source of
reconstruction material. The ratings are based on the soil properties that affect
erosion and stability of the surface and the productive potential of the reconstructed
soil. These properties include the content of sodium, salts, and calcium carbonate;
reaction; available water capacity; erodibility; texture; content of rock fragments; and
content of organic matter and other features that affect fertility.

Roadfill is soil material that is excavated in one place and used in road
embankments in another place. In this table, the soils are rated as a source of roadfill
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for low embankments, generally less than 6 feet high and less exacting in design than
higher embankments.

The ratings are for the whole soil, from the surface to a depth of about 5 feet. It is
assumed that soil layers will be mixed when the soil material is excavated and
spread.

The ratings are based on the amount of suitable material and on soil properties
that affect the ease of excavation and the performance of the material after it is in
place. The thickness of the suitable material is a major consideration. The ease of
excavation is affected by large stones, depth to a water table, and slope. How well the
soil performs in place after it has been compacted and drained is determined by its
strength (as inferred from the AASHTO classification of the soil) and linear
extensibility (shrink-swell potential).

Topsoil is used to cover an area so that vegetation can be established and
maintained. The upper 40 inches of a soil is evaluated for use as topsoil. Also
evaluated is the reclamation potential of the borrow area. The ratings are based on
the soil properties that affect plant growth; the ease of excavating, loading, and
spreading the material; and reclamation of the borrow area. Toxic substances, soil
reaction, and the properties that are inferred from soil texture, such as available water
capacity and fertility, affect plant growth. The ease of excavating, loading, and
spreading is affected by rock fragments, slope, depth to a water table, soil texture,
and thickness of suitable material. Reclamation of the borrow area is affected by
slope, depth to a water table, rock fragments, depth to bedrock or a cemented pan,
and toxic material.

The surface layer of most soils is generally preferred for topsoil because of its
organic matter content. Organic matter greatly increases the absorption and retention
of moisture and nutrients for plant growth.

Water Management

Table 15 gives information on the soil properties and site features that affect water
management. The degree and kind of soil limitations are given for pond reservoir
areas; embankments, dikes, and levees; and aquifer-fed excavated ponds. The ratings
are both verbal and numerical. Rating class terms indicate the extent to which the
soils are limited by all of the soil features that affect these uses. Not limited indicates
that the soil has features that are very favorable for the specified use. Good
performance and very low maintenance can be expected. Somewhat limited indicates
that the soil has features that are moderately favorable for the specified use. The
limitations can be overcome or minimized by special planning, design, or installation.
Fair performance and moderate maintenance can be expected. Very limited indicates
that the soil has one or more features that are unfavorable for the specified use. The
limitations generally cannot be overcome without major soil reclamation, special
design, or expensive installation procedures. Poor performance and high
maintenance can be expected.

Numerical ratings in the table indicate the severity of individual limitations. The
ratings are shown as decimal fractions ranging from 0.01 to 1.00. They indicate
gradations between the point at which a soil feature has the greatest negative impact
on the use (1.00) and the point at which the soil feature is not a limitation (0.00).

Pond reservoir areas hold water behind a dam or embankment. Soils best suited to
this use have low seepage potential in the upper 60 inches. The seepage potential is
determined by the saturated hydraulic conductivity (Ksat) of the soil and the depth to
fractured bedrock or other permeable material. Excessive slope can affect the storage
capacity of the reservoir area.

Embankments, dikes, and levees are raised structures of soil material, generally
less than 20 feet high, constructed to impound water or to protect land against
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overflow. Embankments that have zoned construction (core and shell) are not
considered. In this table, the soils are rated as a source of material for embankment
fill. The ratings apply to the soil material below the surface layer to a depth of 5 or 6
feet. It is assumed that soil layers will be uniformly mixed and compacted during
construction.

The ratings do not indicate the ability of the natural soil to support an embankment.
Soil properties to a depth even greater than the height of the embankment can affect
performance and safety of the embankment. Generally, deeper onsite investigation is
needed to determine these properties.

Soil material in embankments must be resistant to seepage, piping, and erosion
and have favorable compaction characteristics. Unfavorable features include less than
5 feet of suitable material and a high content of stones or boulders, organic matter, or
salts or sodium. A high water table affects the amount of usable material. It also
affects trafficability.

Aquifer-fed excavated ponds are pits or dugouts that extend to a ground-water
aquifer or to a depth below a permanent water table. Excluded are ponds that are fed
only by surface runoff and embankment ponds that impound water 3 feet or more
above the original surface. Excavated ponds are affected by depth to a permanent
water table, permeability of the aquifer, and quality of the water as inferred from the
salinity of the soil. Depth to bedrock and the content of large stones affect the ease of
excavation.
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Soil Properties

Data relating to soil properties are collected during the course of the soil survey.

Soil properties are determined by field examination of the soils and by laboratory
index testing of some benchmark soils. Established standard procedures are
followed. During the survey, many shallow borings are made and examined to identify
and classify the soils and to delineate them on the soil maps. Samples are taken from
some typical profiles and tested in the laboratory to determine particle-size
distribution, plasticity, and compaction characteristics.

Estimates of soil properties are based on field examinations, on laboratory tests of
samples from the survey area, and on laboratory tests of samples of similar soils in
nearby areas. Tests verify field observations, verify properties that cannot be
estimated accurately by field observation, and help to characterize key soils.

The estimates of soil properties are shown in tables. They include engineering
properties, physical and chemical properties, and pertinent soil and water features.

Engineering Properties

Table 16 gives the engineering classifications and the range of engineering
properties for the layers of each soil in the survey area.

Depth to the upper and lower boundaries of each layer is indicated.

Texture is given in the standard terms used by the U.S. Department of Agriculture.
These terms are defined according to percentages of sand, silt, and clay in the
fraction of the soil that is less than 2 millimeters in diameter. “Loam,” for example, is
soil that is 7 to 27 percent clay, 28 to 50 percent silt, and less than 52 percent sand. If
the content of particles coarser than sand is 15 percent or more, an appropriate
modifier is added, for example, “gravelly.” Textural terms are defined in the Glossary.

Classification of the soils is determined according to the Unified soil classification
system (ASTM, 2005) and the system adopted by the American Association of State
Highway and Transportation Officials (AASHTO, 2004).

The Unified system classifies soils according to properties that affect their use as
construction material. Soils are classified according to particle-size distribution of the
fraction less than 3 inches in diameter and according to plasticity index, liquid limit,
and organic matter content. Sandy and gravelly soils are identified as GW, GP, GM,
GC, SW, SP, SM, and SC; silty and clayey soils as ML, CL, OL, MH, CH, and OH; and
highly organic soils as PT. Soils exhibiting engineering properties of two groups can
have a dual classification, for example, CL-ML.

The AASHTO system classifies soils according to those properties that affect
roadway construction and maintenance. In this system, the fraction of a mineral soil
that is less than 3 inches in diameter is classified in one of seven groups from A-1
through A-7 on the basis of particle-size distribution, liquid limit, and plasticity index.
Soils in group A-1 are coarse grained and low in content of fines (silt and clay). At the
other extreme, soils in group A-7 are fine grained. Highly organic soils are classified
in group A-8 on the basis of visual inspection.

If laboratory data are available, the A-1, A-2, and A-7 groups are further classified
as A-1-a, A-1-b, A-2-4, A-2-5, A-2-6, A-2-7, A-7-5, or A-7-6. As an additional
refinement, the suitability of a soil as subgrade material can be indicated by a group



86 Soil Survey

index number. Group index numbers range from 0 for the best subgrade material to
20 or higher for the poorest.

Rock fragments larger than 10 inches in diameter and 3 to 10 inches in diameter
are indicated as a percentage of the total soil on a dry-weight basis. The percentages
are estimates determined mainly by converting volume percentage in the field to
weight percentage.

Percentage (of soil particles) passing designated sieves is the percentage of the
soil fraction less than 3 inches in diameter based on an ovendry weight. The sieves,
numbers 4, 10, 40, and 200 (USA Standard Series), have openings of 4.76, 2.00,
0.420, and 0.074 millimeters, respectively. Estimates are based on laboratory tests of
soils sampled in the survey area and in nearby areas and on estimates made in the
field.

Liquid limit and plasticity index (Atterberg limits) indicate the plasticity
characteristics of a soil. The estimates are based on test data from the survey area or
from nearby areas and on field examination.

Physical Soil Properties

Table 17 shows estimates of some physical characteristics and features that affect
soil behavior. These estimates are given for the layers of each soil in the survey area.
The estimates are based on field observations and on test data for these and similar
soils.

Depth to the upper and lower boundaries of each layer is indicated.

Particle size is the effective diameter of a soil particle as measured by
sedimentation, sieving, or micrometric methods. Particle sizes are expressed as
classes with specific effective diameter class limits. The broad classes are sand, silt,
and clay, ranging from the larger to the smaller.

Sand as a soil separate consists of mineral soil particles that are 0.05 millimeter to
2 millimeters in diameter. In the table, the estimated sand content of each soil layer is
given as a percentage, by weight, of the soil material that is less than 2 millimeters in
diameter.

Silt as a soil separate consists of mineral soil particles that are 0.002 to 0.05
millimeter in diameter. In the table, the estimated silt content of each soil layer is given
as a percentage, by weight, of the soil material that is less than 2 millimeters in
diameter.

Clay as a soil separate consists of mineral soil particles that are less than 0.002
millimeter in diameter. In the table, the estimated clay content of each soil layer is
given as a percentage, by weight, of the soil material that is less than 2 millimeters in
diameter.

The content of sand, silt, and clay affects the physical behavior of a soil. Particle
size is important for engineering and agronomic interpretations, for determination of
soil hydrologic qualities, and for soil classification.

The amount and kind of clay affect the fertility and physical condition of the soil and
the ability of the soil to adsorb cations and to retain moisture. They influence shrink-
swell potential, saturated hydraulic conductivity (Ksat), plasticity, the ease of soll
dispersion, and other soil properties. The amount and kind of clay in a soil also affect
tillage and earthmoving operations.

Moist bulk density is the weight of soil (ovendry) per unit volume. Volume is
measured when the soil is at field moisture capacity, that is, the moisture content at '/s-
or '/10-bar (33kPa or 10kPa) moisture tension. Weight is determined after the soil is
dried at 105 degrees C. In the table, the estimated moist bulk density of each